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SECTION 1
INTRODUCTION

1.1 PURPOSE

This confirmation sampling and analysis report for Building 406 at Offutt Air Force
Base (AFB), Nebraska has been prepared by Parsons Engineering Science, Inc.
(Parsons ES, formerly known as Engineering-Science, Inc.[ES]) for submittal to the
Nebraska Department of Environmental Quality (NDEQ); the United States (US) Air
Force Center for Environmental Excellence (AFCEE), Brooks AFB, Texas; and 55"
Civil Engineering Squadron, Environmental Group (55" CES/CEVR), Headquarters
Air Combat Command (ACC), Offutt AFB, Nebraska. This report has been prepared
as part of the AFCEE Extended Bioventing Project (Contract F41624-92-8036,
Delivery Order 17). The purpose of this report is to document the effectiveness of
implemented soil remediation activities (in situ bioventing) at Building 406 and to
demonstrate compliance with NDEQ requirements and risk-based corrective action
(RBCA) goals for soil for site closure.

1.2 PROJECT BACKGROUND

Since 1992, Offutt AFB has participated in two AFCEE-sponsored bioventing
projects: presently, the Extended Bioventing Project; and formerly, the Bioventing Pilot
Test Initiative. The Bioventing Pilot Test Initiative included conducting more than 135
in situ bioventing pilot tests at 48 Air Force installations nationwide. These tests were
designed to collect data on the effectiveness of bioventing for the remediation of soil
contaminated with fuel hydrocarbons (e.g., JP-4 jet fuel, diesel fuel, gasoline, or
heating oil). Building 406, along with three other sites at Offutt AFB, was selected for
inclusion in the Bioventing Pilot Test Initiative project. The initial bioventing pilot
testing effort at Building 406 consisted of installing four bioventing air-injection vent
wells (VWs) and three soil gas monitoring points (MPs); collecting initial soil and soil
gas samples; performing initial in situ respiration tests and fuel biodegradation
measurements; air permeability testing; installing a pilot-scale bioventing system; and
operating the installed system for two years. Complete bioventing pilot testing results
are presented in the Draft Interim Pilot Test Results Report for Building 406, Offurt
AFB, Nebraska (ES, 1994).

Following 2 years of bioventing under the Bioventing Pilot Test Initiative project,
Building 406 was selected for inclusion in the AFCEE Extended Bioventing Project.
This ongoing project involves 52 in situ bioventing sites at 32 military installations
nationwide. ~ The bioventing system at the Building 406 site was operated and
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monitored for 1 year (from October 1995 to October 1996) as an Option 1 site of the
AFCEE Extended Bioventing Project. In October 1996, the blower system was shut
down for approximately 30 days to allow soil and soil gas conditions to reach
equilibrium. After the blower shutdown period, soil gas samples were collected and
analyzed, and respiration tests were conducted (Parsons ES, 1997a). The bioventing
system was re-started and re-optimized following the completion of this 3-year testing
event. Based on the respiration test and soil gas sampling results, it was decided to
allow the system to operate for an additional year (November 1996 through December
1997) prior to performing confirmation soil sampling.

Under the Extended Bioventing Project, Building 406 was funded for confirmation
soil sampling (contractually referred to as an Option 2) to document the effectiveness of
soil remediation at the site and to demonstrate compliance with NDEQ requirements for
site closure and the American Society for Testing and Materials (ASTM) RBCA criteria
(ASTM, 1995). In preparation for the confirmation sampling, a site-specific sampling
and analysis plan (SAP) was prepared by Parsons ES (1997b) for NDEQ, AFCEE, and
Offutt AFB. A copy of the SAP is provided as Appendix A.

Following NDEQ, AFCEE, and Offutt AFB approval of the SAP, confirmation soil
sampling was conducted at Building 406 from 8 through 10 December 1997.
Confirmation soil sampling activities consisted of advancing six boreholes to depths up
to 12 feet below ground surface (bgs), and analyzing selected soil samples for
hydrocarbon constituents. Soil sampling analytical results are used to support site

~ closure. A total of 12 soil samples were submitted for analysis from the six boreholes.

1.3 SUMMARY OF CONFIRMATION SAMPLING RESULTS

Site-related contaminants include total petroleum hydrocarbons associated with JP-4
jet fuel. Confirmation soil samples were analyzed for benzene, toluene, ethylbenzene,
and total xylenes (BTEX), total petroleum hydrocarbons (TPH), and polynuclear
aromatic hydrocarbons (PAHs). During the course of bioventing treatment, the site-
wide maximum measured total BTEX concentration was reduced from 675 milligrams
per kilogram (mg/kg) to 24.77 mg/kg and the maximum TPH concentration was
reduced from 11,700 to 1,030 mg/kg.

The objective of the confirmation soil sampling was to demonstrate that there is not
an unacceptable risk associated with residual petroleum hydrocarbons in vadose zone
soils. Alternative compliance limits (ACLs) were developed for existing and possible
future completed receptor exposure pathways. It was determined that the only current
potentially completed exposure pathway is inhalation of vapors migrating from
contaminated soil into existing nearby commercial/industrial buildings. However, a
possible future migration pathway involving soil contamination is soil vapor intrusion
into any future buildings that may be constructed at the currently vacant site. The
toxicity-based ACLs were developed using the tiered approach presented in the
Standard Guide for Risk-Based Corrective Action Applied at Petroleum Release Sites
(ASTM, 1995).

12
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The analytical results from the confirmation soil sampling event were compared to
the ACLs developed using the tiered approach. The majority of detected PAHs were
eliminated from further consideration based on physical properties that precluded them
from an inhalation route of exposure. Of the remaining BTEX and PAH compounds,
only the maximum detections of benzene and naphthalene exceeded their respective Tier
1 risk-based screening levels (RBSLs) which are developed based on very conservative
non-site specific assumptions. Only the maximum benzene concentration exceeded the
Tier 2 site-specific target levels (SSTLs) developed using site-specific data. Finally, a
Tier 3 analysis was performed to calculate the maximum expected benzene
concentration within an enclosed area of an on-site building based on the maximum
detected benzene concentrations. The results of the Tier 3 analysis indicates that the
maximum indoor air concentration of benzene in a future on-site building due to site
soils is well below applicable exposure limits.

Based on the results of the risk-based analysis of the confirmation soil sample
analytical results, there does not appear to be an unacceptable risk associated with
residual fuel hydrocarbons in site soils. Therefore, it is recommended that a no further
remedial action planned (NFRAP) decision be made and the site be closed. It is also
recommended that the bioventing system be removed from the site and the VWs and
MPs be properly abandoned.

1.4 REPORT ORGANIZATION

This site confirmation sampling and analysis report consists of six sections,
including this introduction, and three appendices. Section 2 includes a brief site
description and history. Section 3 is a description of the confirmation soil sampling
activities conducted at the site. Section 4 contains a summary of confirmation sampling
analytical results and presents the proposed risk-based ACLs. Section 5 presents
conclusions and the recommendation for site closure, and references used in preparation
of this report are provided in Section 6. :

Appendix A presents a copy of the-confirmation SAP for Building 406 which
includes a detailed summary of previous site investigations. Appendix B presents

laboratory analytical data for site environmental and quality assurance/quality control
(QA/QC) samples. Calculations for the risk determination are provided in Appendix C.

1-3
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SECTION 2
SITE DESCRIPTION AND HISTORY

2.1 SITE LOCATION AND HISTORY

Offutt AFB is located immediately south of Bellevue, Nebraska, approximately 10
miles south of Omaha. In 1896, Fort Crook was established at the location of the base
and became Offutt Field in 1924. In January 1948, Offutt Field was transferred to the
Department of the Air Force and became Offutt AFB. The base was the Headquarters,
Strategic Air Command (SAC) from 1948 until 1992 when it became the 55th Wing of
the ACC.

Building 406 was a fuel pumphouse serving six large underground storage tanks
(USTs), located just east of SAC Boulevard at the northeast corner of the base golf
course. A layout of the Building 406 site is shown on Figure 2.1. Each of the six
USTs at the site were reported to be 60 feet long and 12 feet in diameter with a capacity
of 51,000 gallons. One of these tanks contained deicing fluid and the others contained
JP-4 and (formerly) aviation gasoline (AVGAS). A seventh UST, located to the south
of the others (Figure 2.1), was reported to have contained fuel oil. This tank was 6 feet
long, 4 feet in diameter, and had a capacity of 560 gallons (Terracon Environmental,
Inc., 1993). The fuel pumphouse and associated tanks were taken out of service in
March 1992.

Contaminated soil was observed during removal of the six large USTs in October
1993, and was reported to the Nebraska State Fire Marshal Flammable Liquid Storage
Division and the NDEQ in the tank closure assessment report (Terracon Environmental
Inc., 1993). Contaminated soils removed during the tank removal project were
returned to the excavations. No evidence of contamination was observed during
removal of the fuel oil UST located to the south of the others. Investigations and
remedial actions performed subsequent to UST removal are described in detail in
Section 2.3.

2.2 TOPOGRAPHY, HYDROLOGY, GEOLOGY, AND HYDROGEOLOGY
2.2.1 Topography and Surface Hydrology

Offutt AFB is located on a dissected Pleistocene terrace physiographic embankment
and Missouri River Valley bottomland (Woodward Clyde Consultants, 1995). The
Building 406 site is located on the Pleistocene terrace approximately 995 feet above
mean sea level (amsl). Surface water in the vicinity of Building 406 is primarily
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controlled by the storm sewer system which drains to Papillion Creek. Papillion Creek
is located about 2,400 feet southwest of the site. The Missouri River is approximately
1 mile from the eastern boundary of the base and approximately 2.5 miles from the
Building 406 site.

2.2.2 Geology

The Pleistocene terrace geologic profile is typically surficial fill soils; loess;
Pleistocene terrace alluvial clays, silts, and sands; and a clay-rich glacial till-outwash
sand complex overlying Pennsylvanian bedrock. The Pennsylvanian bedrock is
primarily composed of limestone and shales (Woodward Clyde Consultants, 1995).

During installation of the bioventing pilot test components, soil samples were
collected and analyzed for grain size distribution by a geotechnical laboratory. The soil
beneath the Building 406 site is characterized by silt with some clay and a trace of sand
to a depth of at least 25 feet bgs (ES, 1994). These observations suggest the former
tanks were located within the surficial fill and loess deposits. Bedrock was not
encountered during any investigation activities, all of which terminated at depths of 25
feet bgs or less. A hydrogeologic cross-section of the site is presented in Figure 2.2.
The trace of the cross section is shown on Figure 2.1.

2.2.3 Hydrogeology

The unconsolidated materials resting on the Pennsylvanian bedrock comprise the
principal aquifer beneath the site. The clay-rich glacial till is considered an aquitard for
the unconfined aquifer present in overlying Pleistocene alluvial deposits and loess
(Woodward Clyde Consultants, 1995). The water table beneath the Building 406 site
was measured at a depth of approximately 17 to 20 feet bgs in February 1994 but was
observed to be approximately 16 feet bgs during the installation of the bioventing
system in October 1993. Groundwater flow is to the west-southwest as shown in
Figure 2.3. Limited hydraulic conductivity data for the area indicate an alluvial aquifer
hydraulic conductivity of 0.0002 centimeters per second (cm/sec) (Terracon
Environmental Inc., 1994). Assuming an average hydraulic gradient of 0.01 foot per
foot (estimated from the 1994 groundwater elevation data) and an effective porosity of
0.40, the groundwater flow velocity is approximately 5 feet per year.

Groundwater is not currently used as a potable water source on the Offutt AFB
property. However, there are two abandoned groundwater production wells located on
the base, an emergency well (Well No. 9) in the underground command center at
Facility 500, and an emergency standby fire protection well (Well No. 5) on the east
side of the petroleum, oil, and lubricant (POL) yard. Two domestic wells are located
approximately 2,000 feet south-southwest (downgradient) of the base boundary
(Woodward Clyde Consultants, 1995).
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2.3 PREVIOUS INVESTIGATIONS
2.3.1 1993 Tank Removal by Terracon Environmental, Inc.

All seven USTs associated with Building 406 were removed, and a tank closure
assessment was performed in October 1993 by Terracon Environmental Inc. (1993).
Upon removal, none of the tanks showed visible signs of leaks; however, contaminated
soils were observed in the removal excavation for the six 51,000-gallon USTs. Soils
had a greenish color and a distinctive hydrocarbon odor. Composite soil sample
headspace readings indicated total volatile hydrocarbons (TVH) in the range of 200 to
400 parts per million volume per volume (ppmv). No indication of soil contamination
was observed in the excavation for the 560-gallon fuel oil UST. Soil samples were
collected from both excavations, and the results are presented in Table 2.1 of Appendix
A (Terracon Environmental Inc., 1993).

The excavation for the six larger tanks was at least 16 feet deep, which was
sufficiently deep enough to accumulate groundwater. Groundwater samples were
collected from the excavation and analyzed for total recoverable petroleum
hydrocarbons (TRPH) by US Environmental Protection Agency (USEPA) Method
418.1 and for benzene, toluene, ethylbenzene, and total xylenes (BTEX) by USEPA
Method SW8020. The groundwater analytical results are presented in Table 2.2 of
Appendix A.

2.3.2 1994 Soil and Groundwater Investigation by Terracon Environmental, Inc.

Six soil boreholes were advanced and completed as monitoring wells between 27
August 1993 and 21 February 1994 (Terracon Environmental, 1994). Figure 2.3
shows the locations of these monitoring wells. During installation of the boreholes, soil
samples were collected at 5-foot intervals and screened for volatile organic compounds
(VOCs) using a photoionization detector (PID). The results, presented in Table 2.3 of
Appendix A, indicate that soils at wells MW406-1 and MW406-3 are contaminated near
the groundwater surface and that there was significant vadose zone contamination only
at MW406-4.

Groundwater samples were collected from each well between 20 December 1993 and
21 February 1994 and were analyzed for BTEX by USEPA Method SW8020 and
TRPH by USEPA Method 418.1 (Terracon Environmental, 1994). The results,
presented in Table 2.4 of Appendix A, indicate minor impact to groundwater quality in
the immediate vicinity of the former tanks. No drinking water maximum contaminant
levels (MCLs) were exceeded. No further groundwater investigation has been
performed at this site.

2.3.3 1993-1997 Bioventing Pilot Test by Parsons ES

In October 1993, a full-scale bioventing system was installed at the Building 406 site
by ES (1994) as part of the AFCEE Bioventing Pilot Test Initiative Project. The full-
scale bioventing system consisted of four vent wells (VWs), three multi-depth vapor
monitoring points (MPs), and a blower unit. Figure 2.4 shows the locations of the

2-6
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bioventing system components. Pilot testing activities performed during installation
included respiration and air permeability testing and soil and soil gas sampling.

- Soil samples were collected as part of the investigation at the time of system
installation. All samples were field screened with a PID and 12 soil samples were
submitted for laboratory analysis of BTEX, TRPH, nutrients, moisture, and grain-size
distribution. Soil gas samples also were collected from VW1 and the 10-foot intervals
of MPA and MPB, and analyzed for BTEX and TVH. Based on field screening results,
hydrocarbon contamination was generally present from about 5 to 16 feet bgs.
Contaminated soils were encountered in all MP boreholes with the greatest contaminant
concentrations occurring at 10 feet bgs at MPA.

The Bioventing Pilot Test Initiative Project provided for 1 year of system operation
(from October 1993 to October 1994) followed by soil gas sampling and respiration
testing. However, the NDEQ, in cooperation with AFCEE, funded an additional year
(year 2, from October 1994 to October 1995) of system operation followed by soil gas
sampling and respiration testing. The Building 406 site was funded for a third year of
operation and monitoring under the Extended Bioventing Project. The third year of
operation and maintenance support continued through November 1996 (the 3-year
sampling event). Soil sampling was not performed during the 3-year sampling event.
The bioventing system has been operating since the November 1996 sampling event,
except during a short period following blower unit failure. The blower was
subsequently replaced.

The SAP, presented in Appendix A, summarizes the soil and soil gas analytical
results of the samples collected at the time of bioventing system installation and during
the extended testing. Overall, the soil analytical results indicate that bioventing has
reduced TRPH and BTEX concentrations in soils at the Building 406 site.

The SAP provides a more detailed description of the remedial actions performed at
the Building 406 site to date. Further details of the bioventing system installation and
preliminary pilot test and analytical results are presented in the bioventing pilot test
work plan and draft interim pilot test results report (ES, 1994). The 1-year, 2-year,
and 3-year test results are summarized in a 30 January 1995 letter (Parsons ES, 1995),
a 25 February 1996 memorandum (AFCEE, 1996), and a 29 January 1997 letter
(Parsons ES, 1997a), respectively.

2.3.4 Results Summary

Based on the results of the previous investigations, the former JP-4 USTs have been
identified as the probable source of the petroleum hydrocarbon contamination at the
Building 406 site. Investigation results indicate that the majority of the vadose zone
contamination has been limited to the soils near the former USTs. Field screening of
soil samples collected during installation of the monitoring wells indicated that vadose
zone soils beyond the limits of the UST excavation have not been significantly impacted
(Table 2.1 of Appendix A). Therefore, the majority of the vadose zone contamination
is within the bioventing system treatment area, which is considered to be the footprint
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of the area occupied by former Building 406 (fuel pumphouse) and associated USTs
(Figure 2.4). Analytical results from samples collected during bioventing testing
indicate that significant reductions in soil TRPH and BTEX concentrations have
occurred as a result of bioventing.

Analytical results of groundwater samples indicated minor impact on groundwater
quality in the immediate vicinity of the former tanks. No drinking water MCLs were
exceeded.  Based on conversations with the NDEQ, no further groundwater
investigation is required at this site (Nancy Mann, 1997).
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SECTION 3
SITE CONFIRMATION SAMPLING AND ANALYSIS ACTIVITIES

The purpose of this section is to summarize site confirmatory soil sampling
activities, including sampling locations and sampling depths, sampling procedures,
analytical methods used, and QA/QC procedures followed. These methods/procedures
are described in more detail in the closure SAP (Appendix A). The closure SAP was
implemented by qualified Parsons ES scientists trained in conducting soil sampling,
records documentation, and chain-of-custody procedures. Environmental sample
analyses were provided by Intertek (formerly Inchcape) Testing Services of Richardson,
Texas.

3.1 BOREHOLE LOCATIONS AND SAMPLING DEPTHS

Confirmatory soil sampling was conducted at the site on 8 through 10 December
1997. Six boreholes (CSB1 through CSB6) were advanced at the site, and soil samples
were collected to confirm that hydrocarbon concentrations in soil have been remediated
to acceptable levels. Figure 3.1 shows the locations of the six confirmatory soil
sampling borehole locations. Samples for geologic logging, field total volatile
hydrocarbon analyzer (TVHA) screening, and chemical analysis were collected at 5 to 7
feet bgs and 10 to 12 feet bgs at each borehole. These sampling locations were chosen
because they represent the locations sampled during the bioventing system installation
and the 1- and 2- year sampling events, with the exception of VW1 and VW2. These
two locations were omitted because significant concentrations of TRPH and BTEX had
not been detected there during previous sampling events.

3.2 DRILLING, SAMPLING, AND EQUIPMENT DECONTAMINATION

Boreholes were advanced and soil samples collected using a truck-mounted,
hydraulically-powered Geoprobe® percussion/probing machine capable of advancing
sampling tools through unconsolidated soils. The Geoprobe® system provides for the
rapid collection of soil samples at shallow depths while minimizing the generation of
investigation-derived waste (IDW) materials.

Prior to sampling, all downhole equipment and sampling tools were decontaminated
as described in the SAP (Appendix A). Soil samples were collected using a probe-
driven sampler. The probe-driven sampler served as both the driving point and the
sample collection device and was attached to the leading end of the probe rods. To
collect a soil sample, the sampler was pushed or driven to the desired sampling depth,

the drive point was retracted to open the sampling barrel, and the sampler was
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subsequently pushed into the undisturbed soils. The soil cores were retained within
clear acetate liners inside the sampling barrel. The probe rods were then retracted,
bringing the sampling device with the collected soil sample to the surface. The soil
sample was extruded from the liners for lithologic logging, or the liners were capped in
the field so that the undisturbed samples could be submitted to the analytical laboratory
for testing. All soil samples were screened with a TVHA.

Soil samples were collected from 5 to 7 and 10 to 12 feet bgs intervals from each
borehole. The 2-feet long samples, including the acetate liners, were cut into 6-inch
sections and the ends of each section were field screened using the TVHA. The most
contaminated interval, based on field screening, was selected for laboratory analysis.
The ends of the interval selected for analysis were capped with Teflon® sheets and
plastic caps. A total of 12 confirmatory soil samples were collected at Building 406
and submitted for laboratory analysis of BTEX, TRPH, and polynuclear aromatic
hydrocarbons (PAHs).

Soil samples selected for laboratory analysis were labeled with the site name,
borehole number, sample depth, date of collection, and other pertinent data. Sample
containers were then packaged and placed in an insulated shipping container packed
with ice. Samples for laboratory analysis were shipped under standard chain-of-custody
procedures to Intertek Testing Services in Richardson, Texas.

After sampling was completed, each borehole was backfilled with granular bentonite
placed and hydrated in 3-feet lifts. The upper foot of each borehole was filled with
excess soil sample. '

Any remaining soil sample was then spread on the ground surface at the site.
Wastewater generated at the site during decontamination of the sampling equipment was
discharged onto the ground surface near each borehole.

3.3 FIELD AND LABORATORY DATA QUALITY ASSURANCE/QUALITY
CONTROL :

Samples were collected, preserved, transported, and analyzed in such a manner that
analytical results generated on the collected samples would be technically sound,
statistically valid, and properly documented. To meet this requirement, the procedures
described in Section 4 of the SAP (Appendix A) were followed during sample
collection, handling, and analysis. In addition, laboratory QC samples were prepared
and analyzed. QC samples included a blind field duplicate (sample CSB7-5.5’ was a
duplicate of CSB1-5"), a trip blank, and excess soil sample from one location (CSB2-5)
for use as a matrix spike/matrix spike duplicate (MS/MSD) sample.

3.4 SOIL ANALYSIS

All samples were analyzed by Intertek Testing Services. The sample analytical
methods and reporting limits used during this effort are presented in Table 3.1. All soil
samples were analyzed by USEPA Method SW8020 for BTEX, by USEPA Method
418.1 for TRPH, and by USEPA Method SW8310 for PAHs.
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CONFIRMATION SAMPLING AND ANALYSIS REPORT
BUILDING 406 SITE
OFFUTT AFB, NEBRASKA

TABLE 3.1
ANALYTICAL METHODS AND REPORTING LIMITS

Reporting
Extraction Analytical Limit
Method Method (mg/kg)¥
BTEX”
Benzene SW5030 SW8020 - 0.0012
Toluene SW5030 SW8020 0.0024
‘ Ethylbenzene SW5030 SW8020 0.0024
i m,p-Xylenes SW5030 SW8020 0.0024
0-Xylene SW5030 SW8020 0.0024
'J TPH" E418.1 E418.1 30.6

PAHsY
Acenaphthene SW3550 SW8310 1.47
Acenaphthylene . SW3550 SW8310 1.88
Anthracene SW3550 SW8310 0.538

' Benzo(a)anthracene ' SW3550 SW8310 0.011
Benzo(a)pyrene ' SW3550 SW8310 0.0183
Benzo(b)fluoranthene SW3550 SW8310 0.0147
Benzo(g,h,i)perylene SW3550 SW8310 0.0611
Benzo(k)fluoranthene SW3550 SwW8310 0.0134
Chrysene SW3550 SW8310 0.122
Dibenzo(a,h)anthracene SW3550 SW8310 0.0245
Fluoranthene SW3550 SW8310 0.171
Fluorene SW3550 SW8310 0.171
Ideno(1, 2, 3-c,d)pyrene SW3550 SW8310 0.0367
Naphthalene SW3550 SWE8310 1.47

Phenanthrene SW3550 SW8310 0.0513
Pyrene SW3550 SW8g310 0.22

¥ mg/kg = milligrams per kilogram. The minimum practical quantitation limit is show:
Actual practical quantitation limits vary with moisture content and dilution factors.

® BTEX = benzene, toluene, ethylbenzene, and xylenes.

“ TPH = Total petroleum hydrocarbons.

“ PAHs = Polynuclear aromatic hydrocarbons.
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SECTION 4
CONFIRMATION SAMPLING RESULTS

The objective of the confirmation soil sampling was to demonstrate that there is not
an unacceptable risk associated with residual petroleum hydrocarbons in vadose zone
soils. This section summarizes the analytical results from confirmation soil sampling
activities. This section also establishes ACLs for soils at this site using the ASTM
tiered approach. First, Tier 1 RBSLs are developed and compounds that do not exceed
these levels are eliminated from further consideration. Next, Tier 2 SSTLs are
developed and compounds that do not exceed these levels are eliminated. Finally, a
Tier 3 evaluation is performed for the remaining compounds to develop values for
potential exposure pathways at the points of exposure based on site-specific conditions.

4.1 LABORATORY SOIL RESULTS

Soil analytical results are summarized in Table 4.1, and complete soil analytical
results from Intertek Testing Services are presented in Appendix B. Soil sample
analysis indicates that the highest concentrations of detected organic compounds were
measured at VW3 at the sampling interval at 10 feet bgs.

The maximum detected concentrations of benzene, ethylbenzene, and xylenes were
4.42, 6.28, and 17.5 mg/kg, respectively. No toluene was detected in site soils during
this sampling event. The highest detection of benzene (4.42 mg/kg) was in sample
CSB7-5.5, which was a duplicate of CSB1-5 where no benzene was detected. This is
likely the result of heterogeneous distribution of fuel hydrocarbons in the backfill soils.
Benzene was only detected at two other locations at much lower concentrations (CSB3-
5 at 0.0013 mg/kg and CSB3-10 at 0.06 mg/kg).

TPH was detected at a maximum concentration of 1,030 mg/kg at VW3 at the 10
feet bgs sampling interval. This result is significantly higher than any previous soil
sampling results for TPH from this location, again suggesting a high degree of
heterogeneity in the distribution of fuel hydrocarbons in site soils.

PAHs were detected in 7 of the 12 samples analyzed, with the maximum
concentrations typically measured in the sample collected at VW3 at a depth of 10 feet
bgs. Naphthalene was not detected in any of the soil samples; however, the reporting
limit for naphthalene was 300 milligrams per kilogram (mg/kg) for the sample collected
at VW3 at a depth of 10 feet bgs. The maximum detection of benzo(a)pyrene was 65.5
mg/kg in the soil sample collected at VW3 at a depth of 10 feet bgs.
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Table 4.2 compares the results of the December 1997 (4-year/confirmatory)
sampling event with results from earlier sampling events. The results indicate that TPH
concentrations have decreased at most sampling locations over the treatment period.
Similarly, BTEX concentrations have been reduced to non-detect or very low
concentrations.

4.2 DEVELOPMENT OF SOIL CLEANUP GOALS

The NDEQ determines final soil and groundwater cleanup levels on a case-by-case
basis depending on site conditions. Cleanup standards generally are dependent on the
beneficial use classification of the aquifer impacted or potentially impacted by soil
petroleum hydrocarbon contamination. A remedial action class (RAC) is defined for
pollution occurrences in three types of groundwater (or overlying soils) depending on
the degree (or potential) of use of the groundwater as a drinking water. The extent of
remedial action required differs depending on the RAC of the contaminated (or likely to
be contaminated) groundwater.

The Building 406 site has been classified as a RAC-3 occurrence. RAC-3 includes,
but is not limited to, petroleum contamination of groundwater not used, and unlikely to
be used, as drinking water. Factors that may result in a RAC-3 classification include:
poor natural quality of the groundwater, thus making it unfit for human consumption;
poor aquifer yields; and past and present intensive land use including areas of high
industrial development or densely populated areas where groundwater is likely to be
contaminated or will not be used as drinking water (NDEQ, 1991).

Typically, the only required remedial action for a RAC-3 occurrence is removal of
readily removable contaminants (e.g., free product). However, because contaminated
soils were returned to the excavation following removal of the USTs, the NDEQ
requested remedial action for these soils. Specific soil cleanup levels have not been
defined for this site and further groundwater investigation has not been requested by the
NDEQ.

The ASTM has developed the Standard Guide for Risk-Based Corrective Action
Applied ar Petroleum Release Sites, a tiered, RBCA approach for defining cleanup
requirements at petroleum-hydrocarbon-contaminated sites (ASTM, 1995). The tiered,
or iterative, approach allows first for screening of contaminant concentrations against
generic risk-based concentrations, followed by the development of site-specific cleanup
criteria based on an analysis of site data and receptors that could potentially be exposed
to chemical contamination at or downgradient from the release site. The overall
objective of the ASTM RBCA approach is to identify site environmental media that
does not pose an unacceptable risk to current or potential future receptors. If no risk
exists there is no need for further evaluation or remediation and the site may be eligible
for closure. As described in the SAP (Parsons ES, 1997b), the ASTM RBCA standard
will be used for developing final soil cleanup standards for the Building 406 Site.
Because RBCA criteria are based on current or foreseeable land uses and human
receptor exposure scenarios, a review of available land use information is provided
below.
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4.2.1 Land Use and Potential Receptors

Offutt AFB is an active facility and is not scheduled for closure. Current land use
for the Building 406 site and adjacent land is industrial, and future land use for the site
is likely to be industrial. Current and future onsite workers are likely to represent the
primary human receptor population. Because of the developed nature of the site and
surrounding areas, ecological receptors are not likely to be exposed to contaminants in
site media under current or anticipated future land uses.

Groundwater within Offutt AFB property is not currently used as a potable water
source. ~As a result, exposure of onsite and off-site human receptors to site
contaminants through ingestion of, inhalation of, or dermal contact with contaminants
in groundwater extracted for potable use is unlikely. More likely exposure pathways
include soil volatilization to outdoor air, soil-vapor intrusion into buildings, and
ingestion, dermal contact, or inhalation of surficial soil. Because the area is grass
covered and surface soils are not known to be impacted by jet fuel, ingestion is not a
likely chronic exposure pathway. Construction activities in the area could result in
acute exposure to fuel hydrocarbons but is not anticipated in this area. Volatilization
of fuel hydrocarbons from soil and vapor migration into onsite or off-site structures is
expected to be the most significant exposure pathway resulting from contamination at
the Building 406 site. This exposure pathway generally results in the lowest screening
levels and therefore is the most conservative of the potential exposure pathways.

4.2.2 Cleanup Goals

Under Tier 1 of the ASTM RBCA standard (ASTM, 1995), RBSLs are developed as
the first step and then compared to site contaminant concentrations. The RBSLs are not
intended as final cleanup goals but serve as conservative values to compare site
contaminant concentrations against. If site contaminant concentrations are less than the
RBSLs then the RBCA standard suggests no further corrective action is required to
protect potential receptors. If site contaminant concentrations exceed the RBSLs, then
site specific target levels (SSTLs) are developed through a Tier 2 evaluation. In the
Tier 2 evaluation, the non-site-specific assumptions and points of exposure used in the
Tier 1 evaluation are replaced with site-specific data to calculate the SSTLs. If site
contaminant concentrations exceed the Tier 2 SSTLs, a Tier 3 evaluation can be
performed to develop values for potential exposure pathways at the points of exposure
based on site-specific conditions. "

As recommended in the ASTM (1995) RBCA guidance, TPH data should not be
used for risk assessment because the general measure of TPH provides insufficient
information about concentrations of individual chemicals. Consequently, TPH
laboratory results were not compared to RBSLs or SSTLs.

As shown in Table 4.1, several PAHs were detected in site soils. PAHs generally
have low solubility, high affinity for sorbing to soil, and low volatility. Because most

biodegradation mechanisms require hydrocarbons to be present in the soil-water
fraction, these properties limit the bioavailability of PAHs. These properties also
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minimize the potential for PAHs to migrate from soil and impact other media such as
groundwater, soil gas, and ambient air. Guidance from USEPA Region 9 states that
PAHs with molecular weight greater than 200 grams per mole or a Henry’s Law
coefficient less than 1x10° atmospheres meters cubed per mole (atm-m’/mol) are not
volatile enough to be considered in exposure scenarios involving inhalation (Smucker,
1996). Therefore, all PAHs with a molecular weight greater than 200 grams per mole
or a Henry’s Law coefficient less than 1x10° atm-m*/mol will not be considered in the
soil-volatilization-to-indoor air pathway selected as the most likely exposure pathway
for this site. Table 4.3 presents the molecular weights and Henry’s Law coefficients
for the compounds that were analyzed for in soil at the Building 406 site. No other
exposure pathways are considered reasonable for PAHs.

4.3 COMPARISON OF CONFIRMATION SAMPLING RESULTS TO ACLS

After eliminating low volatility PAHs, 10 compounds (counting each xylene isomer
as a different compound) remain for evaluation using the ASTM approach, including all
the BTEX compounds. The algorithms and default parameters presented in the ASTM
RBCA guidance were used along with chemical-specific properties to develop Tier 1
RBSLs for these chemicals. The default parameters used to calculate the Tier 1 RBSLs
are presented in Table 4.4. Table 4.5 presents these RBSLs and compares them to the
maximum detected concentrations from the December 1997 confirmation soil sampling
event. If the maximum site contaminant concentration does not exceed its most
stringent RBSL, the compound will not be considered a chemical of potential concern
(COPC), and will not be retained for further Tier 2 evaluation. Under these
circumstances, no additional remediation would be warranted for such compounds in
order to protect human receptors. If a detected site contaminant exceeds the
appropriate RBSL, the compound is identified as a COPC and retained for further
evaluation. :

Inhalation toxicity values (slope factors and reference doses) are only available for
BTEX and naphthalene. Therefore, oral toxicity values were substituted where no
inhalation values were available. The resulting RBSLs for the compounds without
inhalation toxicity values were at least four orders of magnitude greater than the
maximum detected concentrations at the Building 406 site. In addition, the RBSLs for
all PAHs with the exception of naphthalene were greater than their saturation
concentrations. At soil concentrations greater than saturation concentrations, soil vapor
and indoor air concentrations reach a maximum and do not increase as the soil
concentrations increase. In these cases, the selected risk level is not exceeded for pure
compound present at any concentration. No inhalation or oral toxicity data are
available for acenaphthylene or phenanthrene, so RBSLs could not be developed. As
shown in Table 4.5, only the maximum detections of benzene and naphthalene exceeded
their respective RBSLs. Therefore, all other compounds were removed from further
evaluation and only benzene and naphthalene were evaluated in Tier 2.

For the Tier 2 evaluation, several conservative generic assumptions used to calculate

the RBSLs were changed to site-specific values to develop SSTLs. The site specific
values are provided in Table 4.4. The parameters changed to site-specific values
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TABLE 4.3
CHEMICAL PROPERTIES RELEVANT FOR AIR EXPOSURE PATHWAY
CONFIRMATION SAMPLING AND ANALYSIS REPORT
BUILDING 406 SITE
OFFUTT AFB, NEBRASKA

Molecular Retain for
Weight H Soil to Indoor
(grams/mole)  (atm-m¥mol)® Air Pathway?

Volatiles

Benzene” 78 5.56E-03 Yes
Toluene® 92 6.34E-03 Yes
Ethylbenzene” 106 7.88E-03 Yes
m,p-Xylenes” 106 7.07E-03 Yes
0-Xylene” 106 7.07E-03 Yes
PAHs"

Acenaphthene” 154 1.55E-04 Yes
Acenaphthylene® 152 2.80E-04 No”
Anthracene” 178 6.51E-05 Yes
Benzo(a)anthracene” 228 3.34E-06 No
Benzo(a)pyrene” 252 1.13E-06 No
Benzo(b)fluoranthene® 252 1.11E-04 No
Benzo(g,h,i)perylene” 276 1.40E-07 No
Benzo(k)fluoranthene” 252 8.29E-07 No
Chrysene” 228 9.46E-05 No
Dibenzo(a,h)anthracene® 278 1.47E-08 No
Fluoranthene® 202 1.61E-05 No
Fluorene® 166 6.37E-05 Yes
Ideno(1, 2, 3-c, d)pyrene” 276 1.61E-05 No
Naphthalene® 128 1.20E-03 Yes
Phenanthrene® 178 3.90E-05 No
Pyrene® 202 1.09E-05 No

¥ H =Henry's Law constant in atmospheres cubic meter per mole (20-25° Celsius).
¥ USEPA, 1996.
¢ Montgomery, 1996.
¢ PAHs = Polynuclear aromatic hydrocarbons.
¢ Compound not retained because no toxicity data for the inhalation
exposure route are available.
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TABLE 4.5

COMPARISON OF MAXIMUM RESIDUAL SOIL CONCENTRATIONS

TO TIER 1 RISK-BASED SCREENING LEVELS
CONFIRMATION SAMPLING AND ANALYSIS REPORT

BUILDING 406 SITE
OFFUTT A¥B, NEBRASKA
Maximum
ASTM Confirmation Max. Conc.
Comm/Indus Sampling Exceeds Listed
Units Vapor Intrusion” Result Criterion?
Volatiles ‘
Benzene mg/kg” 0.016 4.42 Yes
Toluene mg/kg 52.5 <1.25 ¢ No -
Ethylbenzene mg/kg 91.8 6.28 No
m,p-Xylenes mg/kg RESY 17.5 No
o-Xylene mg/kg RES <1.25 No
PAHs
Acenaphthene mg/kg RES <300 No
Anthracene mg/kg RES 7.66 I” No
Fluorene mg/kg RES <357 No
Naphthalene _ mg/kg 107 <300 Yes

¥ Values shown represent Tier 1 Risk-Based Screening Levels (RBSLs) for commercial/industrial receptor scenario

considering soil-vapor intrusion from soil into buildings (ASTM, 1995).
¥ mg/kg = millirams per kilogram.
Y= analyte concentration less than laboratory reporting limit shown.

¥ RES = Selected risk level is not exceeded for pure compound present at any concentration (ASTM, 1995).
Yy= Compound detected above method detection limit and less than reporting limit. Reported concentration

is a laboratory estimate,
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included the depth of the vadose zone, depth to contaminated soils, width of
contaminated soils, soil porosity, and bulk density. Table 4.6 presents the SSTLs for
benzene and naphthalene. Using site-specific parameters in the algorithms, the
resulting SSTLs are about 4 to 5 times greater than the comparable RBSLs. However,
the maximum detected benzene concentration (4.42 mg/kg) still exceeds the SSTL
(0.0757 mg/kg).

Because benzene exceeded the Tier 2 SSTL, it was determined that a Tier 3
evaluation for benzene was warranted. A fate and transport model that estimates indoor
air concentrations based on contributions from residual soil contamination,
groundwater, and free product was utilized. The model inputs were set to reflect that
no benzene was detected in groundwater and free product is not present at the Building
406 site. Where applicable, the same site-specific parameters were input as were used
in the Tier 2 analysis. It was assumed that only 10 air exchanges per day occur in the
building and the benzene diffusing into the building only mixes with air in the lower
story of the building. The area of Building 406 was used for the model but it was
assumed that the building was directly above the former location of the tanks. The
indoor air. concentration of benzene estimated using the model is 3.06 x 1072
micrograms per cubic meter (ug/m3). This concentration is well below the ASTM
RBSL of 4.93 x 10" pg/L and the Occupational Safety and Health Administration
(OSHA) permissible exposure limit (PEL) of 3.25 x 10° pg/m® (1 ppmv).

022/726876/0FFUTT/5.DOC



TABLE 4.6
COMPARISON OF MAXIMUM RESIDUAL SOIL CONCENTRATIONS
TO TIER 2 SITE-SPECIFIC TARGET LEVELS
CONFIRMATION SAMPLING AND ANALYSIS REPORT
BUILDING 406 SITE
OFFUTT AFB, NEBRASKA

Tier 2 Maximum Maximum
Commercial/ Confirmation Concentration
, Industrial Sampling Exceeds Listed
Compound Units Vapor Intrusion” Result Criterion?
Benzene mg/kg” 0.0757 4.42 Yes
Naphthalene mg/kg 395 <300 No

¥ Values shown represent example Tier 2 Site-Specific Target Levels for commercial/industrial receptor
scenario considering soil-vapor intrusion from soil into buildings (ASTM, 1995)

¥ mg/kg = millirams per kilogram.

¢ < = analyte concentration less than laboratory reporting limit shown.
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SECTION 5
CONCLUSIONS AND RECOMMENDATIONS

5.1 CONCLUSIONS

Four years of bioventing treatment of vadose zone soils at Building 406 have
successfully reduced the concentrations of BTEX and PAH compounds to
concentrations below the risk-based ACLs developed to be health protective for this
site. Although some BTEX and PAHs remain in site soils, the concentrations do not
pose a threat to human health under any reasonable exposure scenario. The detection
of benzene in CSB7-5.5 (duplicate sample collected at CSB1-5.5) exceeded the Tier 1
RBSL and the Tier 2 SSTL for the volatilization-to-indoor air pathway. However, the
concentration of benzene at this location represents the highest concentration detected at
the site during the December 1997 sampling. The next highest concentration of
benzene detected was two orders of magnitude lower. In addition, no benzene was
detected in the primary sample (CSB1-5) for which CSB7-6 was a duplicate.
Therefore, using the benzene concentration from CSB7-6 for comparison to ACLs is
extremely conservative. Likewise, using the benzene concentration from CSB7-6 in the
Tier 3 evaluation assumes all impacted soil has a benzene concentration of 4.42 mg/kg
and provides a worst-case indoor air concentration. Still, even under this assumption,
the Tier 3 analysis showed that benzene concentrations remaining in site soils no
longer pose a threat to reasonable human receptors through volatilization into future
onsite buildings (or offsite structures).

5.2 RECOMMENDATIONS

The confirmatory soil sampling results presented in Section 4.1 and the previous
groundwater investigation support an Air Force no-further-response-action-planned
(NFRAP) decision for soil and groundwater impacted by jet fuel at and downgradient
from the Building 406 site. Based on the confirmatory soil sample analytical results
summarized in Table 4.1, site closure with no further remedial action at Building 406 is
recommended. This site meets the risk-based ACLs for total BTEX and PAH
compounds, and remaining fuel hydrocarbons in the soils and groundwater do not and
will not present a significant risk to human health at or downgradient from the site.
Additionally, the bioventing system at Building 406 has been in operation since
confirmation sampling conducted in December 1997, thereby further reducing residual
fuel contamination remaining in vadose zone soils.
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Once closure of Building 406 has been approved by the NDEQ, it is recommended
that the bioventing system be dismantled and removed from the site, and that the VW,
MPs, and groundwater monitoring wells be properly abandoned.
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milligram(s) per kilogram

milligrams per liter

monitoring point

Nebraska Department of Environmental Quality
no further response action planned

polynuclear aromatic hydrocarbon

Parsons Engineering Science, Inc.
photoionization detector

parts per million, volume per volume

quality assurance

quality control

Remedial Action Class

risk-based corrective action

risk-based screening level

Strategic Air Command

Sampling and Analysis Plan

soil screening level

total recoverable petroleum hydrocarbon

iil
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TVH
TVHA
USCS
USEPA
UST
vOC

yr

total volatile hydrocarbons

total volatile hydrocarbon analyzer

Unified Soil Classification System

United States Environmental Protection Agency
underground storage tank

volatile organic compound

vent well

year

iv
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SECTION 1
INTRODUCTION

This confirmation sampling and analysis plan (SAP) has been prepared by Parsons
Engineering Science, Inc. (Parsons ES), [formerly Engineering-Science, Inc. (ES)], for
submittal to the US Air Force Center for Environmental Excellence (AFCEE), Brooks
Air Force Base (AFB), Texas, and 55 Civil Engineering Squadron/Environmental
Division (CES/CEVR), Offutt AFB, Nebraska. The SAP is intended to guide
confirmation soil sampling at Building 406 at Offutt AFB, Nebraska. Building 406 is
the location of a release of jet propulsion grade 4 (JP-4) jet fuel from a former
underground storage tank (UST) system.

Since 1992, Offutt AFB has participated in two AFCEE-sponsored bioventing
projects; currently, the Extended Bioventing Project, and formerly, the Bioventing
Pilot Test Initiative. The Bioventing Pilot Test Initiative included conducting more
than 135 in situ bioventing pilot tests at 48 Air Force installations nationwide. These
tests were designed to collect data on the effectiveness of bioventing for the
remediation of soil contaminated with fuel hydrocarbons (e.g., JP-4 jet fuel, diesel
fuel, gasoline, or heating oil). As part of this project, bioventing pilot tests were
conducted at the Low-Point Drain site (Building 528), Building 30, the Petroleum,
Oils, and Lubricants site, and Building 406 at Offutt AFB.

The purpose of the pilot test at Building 406 was to evaluate the effectiveness of
bioventing in remediating unsaturated soils contaminated with petroleum hydrocarbons
that resulted from JP-4 released from the former USTs. The underground storage tanks
(USTs) were removed in October 1993 (Terracon Environmental, Inc., 1993). Based
on the results of the extended bioventing test, in siru bioventing appears to have
reduced petroleum hydrocarbon contamination in site soils sufficiently to meet
Nebraska Department of Environmental Quality (NDEQ) requirements for closure of
the site. This SAP presents a plan for confirmation soil sampling to document the
effectiveness of remediation of hydrocarbon contaminated soils at the Building 406 site.

The objective of the confirmatory soil sampling is to support an Air Force no-
further-response-action-planned (NFRAP) decisions for the soils and groundwater
impacted by JP-4 in the immediate vicinity of the former USTs, pursuant to closure of
the Building 406 site. The confirmatory soil sampling effort is being performed as part
of the AFCEE Extended Bioventing project.

This SAP consists of 10 sections, including this introduction. Section 2 includes site

description, history, and summaries of previous investigations and remediation
activities. Section 3 summarizes site closure requirements. A detailed sampling and
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analysis strategy is presented in Section 4. Analytical results will be presented in a
confirmation soil sampling report, as described in Section 5. Section 6 is a waste
management plan for investigation-derived waste generated during drilling and
sampling activities. Section 7 lists Offutt AFB support requirements, and Section 8
presents the proposed project schedule. Points of contact are provided in Section 9,
and the references cited are provided in Section 10.
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SECTION 2
SITE DESCRIPTION

Offutt AFB is located immediately south of Bellevue, Nebraska, approximately 10
miles south of Omaha. In 1896, Fort Crook was established at the location of the Base
and became Offutt Field in 1924. In January 1948, Offutt Field was transferred to the
Department of the Air Force and became Offutt AFB. The Base was the Strategic Air
Command (Strategic Air Command) Headquarters from 1948 until 1992, when it
became the 55th Wing of the Air Combat Command.

2.1 SITE LOCATION AND HISTORY

Building 406 was a fuel pumphouse serving six large USTs, located just east of SAC
Boulevard at the northeastern corner of the Base golf course. A layout of the Building
406 site is shown on Figure 2.1. Each of the six USTs at the site was reported to be 60
feet long and 12 feet in diameter with a capacity of 51,000 gallons. One of these tanks
contained deicing fluid and the others contained JP-4 and (formerly) AVGAS. A
seventh UST, located to the south (Figure 2.1) was reported to have contained fuel oil.
This tank was 6 feet long, 4 feet in diameter, and had a capacity of 560 gallons
(Terracon Environmental, Inc., 1993). The fuel pumphouse and associated tanks were
taken out of service in March 1992.

Contaminated soil was observed during removal of the six large USTs in October
1993, and was reported to the Nebraska State Fire Marshal Flammable Liquid Storage
Division and the NDEQ in the tank closure assessment report (Terracon
Environmental, Inc., 1993). Contaminated soils removed during the tank removal
project were returned to the excavations. No evidence of contamination was observed
during removal of the fuel oil UST located to the south of the others. Investigations

and remedial actions performed subsequent to UST removal are described in Section
2.3.

2.2 TOPOGRAPHY, HYDROLOGY, GEOLOGY, AND HYDROGEOLOGY
2.2.1 Topography and Surface Hydrology

Offutt AFB is located on a dissected Pleistocene terrace embankment and Missouri
River Valley bottomland (Woodward Clyde Consultants, 1995). The Building 406 site
is located on the Pleistocene terrace approximately 995 feet above mean sea level.
Surface water in the vicinity of Building 406 is primarily controlled by the storm sewer
system which drains to Papillion Creek. Papillion Creek is located 2,400 feet
southwest of the site at its nearest point. The Missouri River is approximately 1 mile
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from the eastern boundary of the base and approximately 2.5 miles from the Building
406 site.

2.2.2 Geology

The Pleistocene terrace geologic profile is typically surficial fill; loess; Pleistocene
terrace alluvial clays, silts, and sands; and a clay-rich glacial till-outwash sand complex
overlying Pennsylvanian bedrock. The Pennsylvanian bedrock is primarily composed of
limestone and shales (Woodward Clyde Consultants, 1995).

During installation of the bioventing pilot test components (described in Section
2.3.3), soil samples were collected and analyzed for grain-size distribution by a
geotechnical laboratory. The soil beneath the Building 406 site is characterized by silt
with some clay and a trace of sand to a depth of at least 25 feet below ground surface
(bgs) (ES, 1994). These observations suggest that the former tanks were located within
the surficial fill and loess deposits. Bedrock was not encountered during any
investigation activities, all of which terminated at depths of 25 feet bgs or less. Figure
2.2 presents the hydrogeologic cross-section of the site. The trace of the cross section
is shown on Figure 2.1. : .

2.2.3 Hydrogeology

The unconsolidated material resting on the Pennsylvanian bedrock comprise the
principal aquifer beneath the site. The clay-rich glacial till is considered an aquitard
for the unconfined aquifer present in overlying Pleistocene alluvial deposits and loess
(Woodward Clyde Consultants, 1995). The water table beneath the Building 406 site
was present at a depth of approximately 17 to 20 feet bgs in February 1994, but was
observed to be approximately 16 feet bgs during installation of the bioventing system in
October 1993. Groundwater flow is to the west-southwest, as shown on Figure 2.3.
Limited hydraulic conductivity data for the area indicate an alluvial aquifer conductivity
of 0.0002 centimeters per second (Terracon Environmental, Inc., 1994). Assuming an
average hydraulic gradient of 0.01 foot per foot (estimated from the 1994 groundwater
elevation data) and a effective porosity of 0.40, the groundwater flow velocity is
approximately 5 feet per year.

Groundwater is not currently used as a potable water source within Offutt AFB
property. There are two abandoned groundwater production wells located on the Base,
an emergency well (Well No. 9) in the underground command center at Facility 500,
and an emergency standby fire protection well (Well No. 5) on the east side of the POL
yard. Two domestic wells are located 2,000 feet south-southwest (downgradient) of the
Base boundary (Woodward Clyde Consultants, 1995).

2.3 PREVIOUS INVESTIGATIONS
2.3.1 1993 Tank Removal

The seven USTs associated with Building 406 were removed, and a tank closure
assessment was performed in October 1993 by Terracon Environmental, Inc., (1993).
Upon removal, none of the tanks showed visible signs of leaks; however, contaminated
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soils were observed in the removal excavation for the six 51,000-gallon USTs. Soils
had a greenish color and a distinctive hydrocarbon odor. Composite soil sample
headspace readings indicated total volatile hydrocarbons (TVH) in the range of 200 to
400 parts per million, volume per volume (ppmv). No indication of soil contamination
was observed in the excavation for the 560-gallon fuel oil UST. Soil samples were
collected from both excavations, and the analytical results are presented in Table 2.1
(Terracon Environmental Inc., 1993).

The excavation for the six larger tanks was at least 16 feet deep, allowing
groundwater to accumulate. Groundwater samples were collected from the excavation
and analyzed for total recoverable petroleum hydrocarbons (TRPH) by US
Environmental Protection Agency (USEPA) Method 418.1 and for benzene, toluene,
ethylbenzene, and total xylenes (BTEX) by USEPA Method SW8020. The
groundwater analytical results are presented in Table 2.2.

2.3.2 1994 Groundwater Investigation

During a November 2, 1993 meeting, the NDEQ indicated that investigation of the
nature and extent of groundwater contamination, if present, was required at Building
406. Terracon Environmental, Inc. (1994) installed six soil boreholes, and completed
them as monitoring wells between August 27, 1993 and February 21, 1994. Figure 2.3
shows the locations of the monitoring wells.

During installation of the boreholes, soil samples were collected at 5-foot intervals
and screened for volatile organic compounds (VOCs) using a photoionization detector
(PID). The results, presented in Table 2.3, indicate that soils at wells MW406-1 and
MW406-3 are contaminated near the groundwater surface, and that only at MW406-4
was there significant vadose zone contamination.

Groundwater samples were collected from each well between December 20, 1993
and February 21, 1994 and were analyzed for BTEX by USEPA Method SW8020 and
TRPH by USEPA Method 418.1. The results, presented in Table 2.4, indicate minor
impact to the groundwater in the immediate vicinity of the former tanks. No drinking
water maximum contaminant levels (MCLs) were exceeded. No further groundwater

~ investigation has been performed at this site.

2.3.3 1993-1997 Bioventing Pilot Test

In October 1993, a full-scale bioventing system was installed at the Building 406 site
by ES (1994) as part of the AFCEE Bioventing Pilot Test Initiative Project. The
Building 406 site at Offutt AFB was the first full-scale bioventing system installed in
USEPA Region 7. Objectives of the pilot test were to inject air into the subsurface to
supply native hydrocarbon degrading bac:eria with oxygen, determine the rate at which
the indigenous microorganisms would degrade fuel when stimulated by oxygen-rich soil
gas, and to evaluate the potential for sustaining these rates of biodegradation until fuel
contamination was remediated to concentrations below NDEQ standards.
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TABLE 2.3

FIELD SCREENING RESULTS FOR MONITORING WELL BOREHOLE SOIL SAMPLES
' BUILDING 406
OFFUTT AIR FORCE BASE, NEBRASKA

Field Screening Results (ppmv)*

Sample

Depth ,

(feet) MW 406-1 MW 406-2 MW 406-3 MW 406-4 MW 406-5 MW 406-6
3.0-5.0 <1 <1 <1 310 3 <1
8.0 - 10.0 <1 <1 <1 410 2 <1
13.0 - 15.0 <1 <1 <1 79 4 <1
18.0 - 20.0 <1 <1 390 120 4 <1
22.0-23.0 510 <1 S 240 - 9

Source: Terracon Envrionmental, Inc., 1994,
Field screeing results obtained with a photoionization detector; ppmv = parts per million, volume per volume.

> Borehole not advanced to reported depth.
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The full-scale bioventing system consisted of four vent wells (VWs), three multi-
depth vapor monitoring points (MPs), and a blower unit. Pilot testing activities
performed during installation included respiration and air permeability testing and soil
and soil gas sampling. The Bioventing Pilot Test Initiative Project provided for 1 year
of system operation followed by soil gas sampling and respiration testing. However,
the NDEQ, in cooperation with AFCEE, funded an additional year (year 2) of system
operation followed by soil gas sampling and respiration testing. Following the second
year of operation, additional soil samples were collected in October 1995 from two
newly installed sampling locations (GPSB1 and GPSB2), as well as from the locations
previously sampled.

Figure 2.4 shows the locations of the bioventing system components. As part of the
investigation at the time of system installation, soil samples were collected at 5-foot
intervals from all VW and MP boreholes. All soil samples were field screened with a
PID, and 12 samples were analyzed for BTEX, TRPH, nutrients, moisture, and grain-
size distribution analyses. Soil gas samples also were collected from VW1 and the 10-
foot intervals of MPA and MPB and analyzed for BTEX and TVH. Based on field
screening results, hydrocarbon contamination generally was present from about 5 to 16
feet bgs. Contaminated soils were encountered in all MP boreholes, with the greatest
contamination occurring at 10 feet bgs at MPA.

Table 2.5 summarizes the BTEX and TRPH analytical results for the soil samples
collected at the time of bioventing system installation, as well as for samples collected
from these locations after years 1 and 2 of bioventing treatment. Results for samples
collected from GPSB1 and GPSB2, first sampled during the 1-year sampling event,
also are presented. The soil analytical results indicate that bioventing has significantly
reduced BTEX concentrations in soils. TRPH concentrations decreased at nine
sampling locations, increased at two locations, and remained constant (below laboratory
detection limits) at five sampling locations during the first 2 years of bioventing.
Apparent increases in TRPH concentrations are not uncommon because of the
heterogeneity of soils which can result in selective TRPH adsorption characteristics and
variability in TRPH analytical results. Overall, the soil analytical results indicate that
bioventing has reduced TRPH and BTEX concentrations in soils at the Building 406
site (Table 2.5).

The Building 406 site was funded for a third year of operation and monitoring of the
bioventing system under the Extended Bioventing Program. The funding included an
additional year of system operation and testing (Option 1) and confirmation soil
sampling (Option 2) to document the effectiveness of soil remediation at the site. The
1-year operation and maintenance support period under Option 1 began following the
October 1995 (2-year) sampling event. Respiration testing and soil gas sampling were
performed in November 1996 (3-year sampling event) following 1 month of system
shut down to allow equilibrium conditions to develop in site soil vapors and to allow
comparison to initial, 1-year, and 2-year analytical results. Soil sampling was not
performed during the 3-year sampling event. The bioventing system has been
operating since the November 1996 sampling event, except during short periods
following blower unit failure. The blower was subsequently replaced.

2-11

i:\projects\726876\offutt\1 .doc



T R $ 4 2. ——— I

K: \AFCEE\722408\97DN0535, 07/25/97 at 10:35

LEGEND

AIR INJECTION VENT WELL
MONITORII\\IG POINT

SOIL SAMPLING LOéAﬂON
BLOWER AND BLOWER ENCLOSURE
POWER PANEL (230V, 110V)

FENCE
BURIED AIR INJECTION LINE (2" PVC)

BURIED ELECTRICAL CONDUIT (230V, 30A)

LOCATION OF REMOVED PUMPHOUSE,
BLDG. 406, AND ASSOCIATED USTs

BUILDING
456

® LOCATION OF
- FORMER FUEL
OlL usT

e

Nz

0 30

120
APPROXIMATE SCALE

FIGURE 2.4

AS-BUILT VENT WELL,
MONITORING POINT,
AND BLOWER LOCATIONS

Building 406
Offutt Air Force Base, Nebraska

PARSONS
ENGINEERING SCIENCE, INC.

Denver, Colorado

2-12

(303) 83i-8100




S'C M8VL/SIX'T/LLNA40/9.892 L7220

vz §TT £C e £0T SN T8l 1'oc 0T oy L8l SN (%) a1mistoy
00>  £I'0> ST 0zo> o> Tl 8r Lo (44 0T'0> Tl vl (3/3w) sauahy
01'0> 900> 50 01'0>  7900> 050> 8T 900> 98 91'0 900> Tl (8/3w) suszuaqidyig
0I'0> 900> 88 010>  T900> I'I 050> AN re> 010> 160 §T0> (8%/3w) suanjoy,
01'0>  $90'0> 91'0>  01'0>  TY900> 050> €1 Lo 9'E oro> 900> ST'0> (8/3w) suazusg
05> 6TI>  §9> 0s> £0€ 009 06¢ €6l v6 05> 00L'11  00€E'l (3/3w) HAYL
WAz | JwA-T [ v T awA-g [ awa-[ | en AT | Jep- | meny R IPAT [ IWAL] e su0qIe30IpAY (10§
O1-vMA S-YMA OI-EMA S"EMA
6'€C [Ax & 174 6°0C s'6l SN 6'TC Loz 44 £'1e 0T SN (%) armstopy
070>  €I'0>  TS00'0  0T0>  TI'0>  0T00'0> 070> o> 0l 0'0> Is°0 6F (3/3w) sauajhy
01'0> 900> 90000> 01°0> 900> 0I000> 010> 900> L'y oro> 900>  €¥ (8/8w) auszuaqhyig
01'0>  -$90'0> 6v000  0I'0>  T90°0> 0Z000> 010> 900> 850 010> Lo 01> (3>/3w) suanjoy,
01'0>  ¥90°0> 90000> 01'0>  T900> 0I000> 010> 900> Tl oro> 900> 01> (8/3uw) suazuag
0s> 6TI> 99> 0s> £€CI> 08> 0s> £7C o1l 0s> oLT't 08L°C (3/3w) HaYL
AT | dwA-l |l | oawg-z | owaA-l [ png Jwaf-7 Jeak-1 | feniug pIPAT | 5 TA-T [, renyg SU0QIB20IPAH (10§
01-TMA STMA ol-gdiN S-4dN
6°€C s £C 07T s'6l SN 8T YT 91T £C TWLIT S0t ASN (%) 2amstopy
0T0> ¥l o€l 0z0> §L 08¢ 0T°0>/0T°0> €1°0>  L000  0Z'0>/0T°0> ,TI'0>  0700°0> (3x/3w) sauajhy
010>  9500> 8L 010>  1900> oLz 01'0>/01°0> €950°0> $¥00°0  01'0>/01'0> 190°0>  0T00'0> (3/3w) suszuaqihyig
oro> ¢ S 010> 61 §> 01°0>/01'0> €90°0> LOOO'0  OI'0>/01'0> 190°0>  0T00°0> (8/3w) suanjo
01'0>  9500> #'L 01'0>  1900> 0T 01°0>/01°0> €90°0> €L00°0  01'0>/01°0> 190°0>  0T00°0> (3/8w) suszuog
0s> 000'S  0Z8'T  00€'l 0L0°9  090°9  0§>/0§>  §TI>  §9>  0§>/0s>  §TU> 08> (3w/3w) HaYL
BA-T | Sk [ mul [ owwex-g [ awei-r [ mni pIRAT | k-l | g [, wax-g |, TRA-| P suoqIedoIpAH 108
OI-VdIN S-VdN Ol-IMA S IMA

(39e)ans punoa3d mojaq 139j)
Yidagg-suonedoy dweg

~ (SHUN) Afeuy

VISVHE3AN ‘ASVd 40404 ¥1V LLNI10
90y ONIQ'IING

SLINSTA TVOLLATYNYV TI0S YVAA-T ANV “UVAA-T “TVILINI

S'THAIAVL

2-13



ST IAN8YLSIX'T/LLNII0/9L892L/220

pa[duiss 10u = SN 4

“UMOYS S1 )[NS3L J091I0)) "193L100UI SBAL JU2AD Buljduies J8a-| Summoljo pauodas se yjnsos o|dweg |
‘Jjnsas sjdwes ajeorjdaipnnsas odwes Aiswilg |

"6661 ‘678 19quiaidag uo pa1oa||oo sajdwes (108 JBIA-Z

'F661 ‘TI-11 3390190

uo pa1o3jfed sajdwes Jlos J8aL-|

"€661 ‘TT-0T 130100 U0 Pajod||od so|dwes jios jemu] .
‘weaFopy Jod sweiijim = Ixy/3w

'0Z08MS POYRI VTSN Aq pazA[eus suajAX [ej0} pus ‘FudZudqIAYIe 2uanjo) ‘auazuaq [ "84 POYIRI VdASN Aq pazhjeue suoqsesospAy wnajonad 3]qe1910031 [810} = HAYL »

1°61 £ SN 091 81 SN v0T 60T SN v0L 4 ¢4 SN (%) s1mstoy
"1 6'€ SN 61 Tl SN oy 082°0 SN S'€ £9'0 SN (@x/3w) sousjAx
1L°0 $90'0> SN 8T 680°0 SN '8 £90°'0> SN s €90°0> SN (3/3w) suazuaqidyig
oro> €1 SN £1°0 €1 SN 050> 91 SN 0z 0> 080 SN (85/8w) suanjor
£1°0 1o SN 01'0>  8500> SN 050> L60°0 SN 070> €90°0> SN (8>/8w) suszuag
0s> 8'SE SN 001 os1‘1 SN oty 99 SN 05> yTL SN (3/8w) HAYL

wox-g | dwA-l | wmul | swdp-g | ekl | omenw wap-z | awax-1 | Ew pIPAT | o UA-1 | Teniyl $U0qBO0IPAY Jlog

01-7t48dD

§-7dsdo

01-195d9

§-14SdD

(92e)ans punoad ic_ua_ 339))

pda(-suopedo] apdueg

~ S3uN) Af[euy

VISYUEAN ‘ASVE DY0J IV LLNIJA0
90y ONIATING

SLINSHTY TYIOLLATYNY TIOS Y¥VIA-T ANV “UVIA-T “TVLLINI

(QANNIINOD) ‘S'T A'1dV.L

2-14



Table 2.6 summarizes the oxygen, carbon dioxide, BTEX, and TVH results for the
soil gas samples collected at the time of bioventing system installation and after 1, 2,
and 3 years of bioventing treatment. All soil gas measurements shown are for soil gas
at equilibrium, with the blower system not in operation. The laboratory data indicate
reductions in TVH concentrations of between two and four orders of magnitude during
the 3 years of bioventing. BTEX concentrations in soil gas have been reduced to nearly
non-detectable levels.

Initial soil gas testing indicated depleted oxygen concentrations and high TVH
concentrations at all 10-foot MP intervals and at VW-1. This suggested that air
injection would oxygenate contaminated soils and enhance biodegradation of residual
petroleum hydrocarbons by native aerobic soil microbes. The air permeability test
indicated a radius of pressure influence of at least 30 feet, and an air permeability of
3.6 darcys.

In situ respiration tests were performed during pilot testing activities at the time of
system installation. The results provided an oxygen utilization rate from which fuel
hydrocarbon biodegradation rates were estimated. Based on the initial respiration
testing event, fuel biodegradation rates ranging from 1,000 to 24,000 mg of fuel per kg
of soil per year (mg/kg/yr) were estimated. Respiration tests were also performed
during 6-month, 1-year, 18-month, 2-year, and 3-year testing events. The results of
the follow up respiration tests, shown in Table 2.7, indicate that significant reductions
in oxygen utilization and fuel biodegradation rates have occurred as a result of
bioventing system operation. Oxygen utilization and fuel biodegradation rates typically
decrease with continued bioventing as the lighter, more readily biodegraded
hydrocarbons are preferentially degraded over more biologically recalcitrant, higher-
molecular-weight hydrocarbons. The BTEX compounds, as demonstrated by the soil
gas results (Table 2.6), have been almost completely biodegraded.

The details of the bioventing system installation and preliminary pilot test and
analytical results are presented in the bioventing pilot test work plan and draft interim
pilot test results report (ES, 1994). The 1l-year, 2-year, and 3-year test results are
summarized in a 30 January 1995 letter (Parsons ES, 1995), a 25 February 1996 letter
(AFCEE, 1996), and a 29 January, 1997 (Parsons ES 1997), respectively.

2.3.6 Results Summary

Based on the results of the previous investigations, the former JP-4 USTSs have been
identified as the probable source of the petroleum hydrocarbon contamination at the
Building 406 site. Investigation results indicate that the majority of the vadose zone
contamination has bee:. limited to the soils near the former USTs. Field screening of
soil samples collected during installation of the monitoring wells indicated that vadose
zone soils beyond the limits of the UST excavation have not been 31gn1ficant1y
impacted (Table 2.1). Therefore, the majority of the vadose zone contamination is
within the bioventing system treatment area (Figure 2.4). Results of the bioventing

testing indicate that significant reductions in soil TRPH and BTEX concentrations have |

occurred as the result of bioventing (Tables 2.5 and 2.6). In addition, fuel
biodegradation rates have decreased as fuel hydrocarbon concentrations decrease;
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however, significant rates of fuel biodegradation degradation were observed during the
3-year testing event (Table 2.7).

Analytical results of groundwater samples indicate minor impacts on the
groundwater in the immediate vicinity of the former tanks (Tables 2.2 and 2.4). No
drinking water MCLs were exceeded by the BTEX compounds detected in
groundwater. Based on conversations with the NDEQ, no further groundwater
investigation is required at this site (Nancy Mann, 1997).
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SECTION 3
SITE CLEANUP REQUIREMENTS

3.1 SITE CHARACTERIZATION REQUIREMENTS

The objective of the confirmatory soil sampling is to support an NFRAP
recommendation for the soils contaminated by jet fuel in the immediate vicinity of the
former JP-4 USTs, pursuant to closure of the Building 406 site. This sampling plan
targets only unsaturated soils within the former excavation as these are the soils for
which the NDEQ requested remediation (i.e., the contaminated soils were returned to
the excavation). Sampling of soils beyond the excavation limits and sampling of
groundwater are not required.

3.2 STATE SOIL CLEANUP STANDARDS

NDEQ (1991) determines soil and groundwater cleanup levels on a case-by-case
basis, depending on site conditions. Cleanup standards are dependent on the beneficial
use classification of the aquifer impacted or potentially impacted by soil petroleum
hydrocarbon contamination. A remedial action class (RAC) is defined for pollution
occurrences in three types of groundwater (or overlying soils), depending on the degree
of (or potential for) use of the groundwater as a drinking water. The extent of remedial
action required differs depending on the RAC of the contaminated (or likely to be
contaminated) groundwater.

Definitions of the three RACs are summarized below (NDEQ 1991).
RAC-1 includes petroleum contamination of:

 Groundwaters currently being used as a public and/or private drinking water
supply;

+ Groundwaters intended to be used in a public drinking water system; or
» Groundwaters within 500 feet of a private drinking water-supply well.
RAC-2 includes petroleum contamination of:

« Groundwaters not now directly used as drinking water, but having the potential to
be used in the future.

RAC-3 includes, but is not limited to, petroleum contamination of:

3-1

i:\projects\726876\offutt\1 .doc




« Groundwaters not used, and unlikely to be used, as drinking water.

Factors that may result in a RAC-3 classiﬁcation include:

« Poor natural quality of the groundwater, making it unfit for human consumption;
» Poor aquifer yields; and

» Past and present intensive land use including areas of industrial development or
densely populated areas where groundwater is likely to be contaminated or will
not be used as drinking water.

The Building 406 site has been classified as a RAC-3 occurrence. Typically the only
remedial action required for a RAC-3 occurrence is removal of readily removable
contaminants (i.e., free product). However, because contaminated soils were returned
to the excavation following removal of the USTs, the NDEQ requested remedial action
for these soils. Specific soil cleanup levels have not been defined for this site, and the
NDEQ is not requiring further groundwater investigation (Nancy Mann, 1997).

3.3 PROPOSED SOIL CLEANUP GOALS

The American Society for Testing and Materials (ASTM, 1995) has developed a
tiered, risk-based corrective action (RBCA) approach for petroleum-hydrocarbon-
contaminated sites. This iterative approach allows first for screening of contaminant
concentrations against generic risk-based concentrations, followed (if necessary) by the
development of site-specific cleanup criteria based on an analysis of site data and
receptors that could potentially be exposed to chemical contamination at, or
downgradient from, the release site. In the absence of state soil clean up goals, Parsons
ES and Offutt AFB will reference the ASTM RBCA standard for soil cleanup
standards. Because RBCA criteria are based on current or foreseeable land uses and
human receptor exposure scenarios, a review of available information is provided
below.

3.3.1 Land Use and Potential Receptors

Current land use adjacent to the site is predominantly industrial, although the Base
golf course is located to the east of (and upgradient from) the site. Future land for the
Building 406 site and adjacent land will continue to be predominantly industrial. Based
on the future industrial land use assumption and the site description presented in
Section 2, current and future onsite workers are likely to represent the primary human
receptor population. No ecological receptors are likely to be exposed to contaminants
in site media under current or anticipated future land uses.

Groundwater within Offutt AFB property is not currently used as a potable water
source; Moreover, site groundwater impacts from the JP-4 releases are minimal (Tables
2.2 and 2.4). Therefore, exposure of onsite and off-site human receptors to site
contaminants through ingestion of, inhalation of, or dermal contact with contaminants
in groundwater extracted for potable use is unlikely. More likely exposure pathways
include VOC volatilization and migration into outdoor air or buildings, and incidental
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ingestion of or dermal contact with surficial soil. Volatilization of fuel hydrocarbons
from soil and vapor migration into onsite or off-site structures is expected to be the
most significant potential exposure pathway resulting from contamination at the
Building 406 site. This exposure pathway generally results in the lowest screening
levels, and is therefore the most conservative of the potential exposure pathways.

3.3.2 Cleanup Goals

The ASTM (1995) RBCA standard risk-based screening levels (RBSLs) for soil,
presented in a look-up table, are utilized in the Tier 1 evaluation of site contaminant
concentrations. The RBSLs are not intended as cleanup goals but serve as conservative
values against which to compare site contaminant concentrations. If site contaminant
concentrations are lower than the RBSLs, then the RBCA standard suggests that no
further corrective action is required. If site contaminant concentrations exceed the
RBSLs, then site-specific target levels (SSTLs) can be developed through a Tier 2
evaluation.

BTEX and other common petroleum contaminant (e.g., polynuclear aromatic
hydrocarbon [PAH]) concentrations in soil at Building 406 will be determined from the
soil samples (to be collected and analyzed in accordance with Section 4), in order to
compare these values with ASTM RBSLs. If the detected site contaminant
concentrations do not exceed the most stringent RBSLs, the compounds will not be
considered chemicals of potential concern (COPCs), and will not be retained for further
Tier 2 evaluation. Under these circumstances, no additional remediation would be
warranted for such compounds in order to protect potential receptors. If a detected site
contaminant exceeds the appropriate RBSL, the compound is identified as a COPC and
retained for further quantitative fate and transport and risk analyses.

For the purpose of comparison, generic RBSLs for commercial/industrial land use
and maximum TRPH and BTEX soil concentrations detected during previous site
investigations (Section 2.3) are presented in Table 3.1. The generic screening-level
concentrations from the ASTM (1995) Standard Guide for Risk-Based Corrective
Action Applied at Petroleum Release Sites and the USEPA (1996b) Soil Screening
Guidance: Technical Background Document are presented. As previously mentioned,
volatilization of hydrocarbon contaminants from soil resulting in vapor migration to
buildings is likely to represent the most significant contaminant migration and potential
receptor exposure pathway represented by hydrocarbon-contaminated soils at the
Building 406 site. As can be seen in Table 3.1, the only detected soil contaminant
exceeding its ASTM (1995) RBSL or USEPA (1996b) soil screening level (SSL) is
benzene found in a sample collected in October 1993.
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SECTION 4
SITE CONFIRMATION SOIL SAMPLING AND ANALYSIS PLAN

This section describes the borehole locations, sampling depths, soil sampling
procedures, and analytical methods proposed to collect sufficient data to verify
remediation of Building 406 site soils and to support site closure. As described in
Section 2, the Building 406 site was characterized during investigations in 1993 and
1994. In addition, analytical results from limited soil sampling conducted following 1
and 2 years of bioventing indicated substantial reductions in soil BTEX and TRPH
concentrations.

Analytical results from groundwater samples collected between December 1993 and
February 1994 indicate that the JP-4 releases at the Building 406 site have had minimal
impact on groundwater. Although BTEX compounds were detected in five of the six
wells, and TRPH was detected in one of the wells, detected concentrations were well
below drinking water MCLs (Table 2.4). No free product was detected in any of the
groundwater wells and was not observed in the tank removal excavations. Because
these results indicate that groundwater has not been significantly impacted, and because
the site is classified as a RAC-3 site, no further groundwater investigation is required.
Therefore, groundwater sampling will not be performed as part of the closure sampling
effort.

The pilot-scale bioventing system will operate until the Parsons ES team arrives
onsite to perform the confirmation soil sampling event. The blower system will be
turned off prior to the collection of soil samples. After soil sampling has been
completed, the blower system will be started and reoptimized. The blower system
should continue to operate until an NFRAP decision has been made and site closure has
been approved by the NDEQ.

4.1 DRILLING, SAMPLING, AND EQUIPMENT DECONTAMINATION
PROCEDURES

Six boreholes will be advanced and sampled in the vicinity of the former UST at the
approximate locations shown on Figure 4.1. Samples will be collected at two depths (5
and 10 feet bgs) from each borehole. The locations chosen represent the locations
sampled during bioventing system installation and the 1- and 2-year sampling events
with the exception of VW-1 and VW-2. These locations were omitted because
significant concentrations of TRPH or BTEX have not been detected at these locations
during previous sampling events. Soil samples will be collected using a truck-mounted,
hydraulically powered Geoprobe® percussion/probing machine capable of advancing
sampling tools through unconsolidated soils. The Geoprobe® system provides for the
rapid collection of soil samples at shallow depths while minimizing the generation of
investigation-derived waste materials.
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Soil samples will be collected using a probe-drive sampler. The probe-drive sampler
serves as both the driving point and the sample collection device and is attached to the
leading end of the probe rods. To collect a soil sample, the sampler is pushed or
driven to the desired sampling depth, the drive point is retracted, to open the sampling
barrel, and the sampler is subsequently pushed into the undisturbed soils. The soil
cores are retained within clear acetate liners inside the sampling barrel. The probe rods
are then retracted, bringing the sampling cevice to the surface. The soil sample can
then be extruded from the liners for lithologic logging, or the liners can be capped, and
the undisturbed samples can be submitted to the analytical laboratory for testing. Soil
samples will be screened with a PID or a total volatile hydrocarbon analyzer (TVHA).

Samplers, drive rods, and other downhole equipment will be cleaned before use and
between boreholes to prevent cross-contamination. All downhole equipment will be
washed with Alconox® detergent and rinsed with tap water. Between sampling events,
the probe-drive sampler will be cleaned with Alconox®, followed by successive potable
and distilled water rinses.

Boreholes will be drilled to 10 feet bgs. Soil samples will be collected at the 5- and
10-foot intervals at each sampling location. All soil samples will be visually examined
and field analyzed using a PID or TVHA. The acetate liners containing the sample will
be cut into 6-inch sections, and the ends of the sections will be screened with a PID or
TVHA. The most contaminated interval of each sample, based on field screening
results, will be submitted for laboratory analysis of TRPH, BTEX, and PAHs (see
Section 4.2). In preparation for laboratory submittal, the ends of the selected section
will be covered with Teflon® sheets and plastic end caps. The samples will be labeled
with the site name and borehole number, sample depth, date of collection, project
name, and other pertinent data. The samples will be sealed in plastic bags and
immediately placed in an insulated cooler containing ice. The soil samples will be
maintained in a chilled condition until delivered to the analytical laboratory. Chain-of-
custody records will be prepared in the field and will accompany the samples to the
analytical laboratory.

The remaining samples will be used for geologic logging. The data obtained from
logging and headspace screening will be recorded on the borehole logs. Boreholes will
be logged by a Parsons ES geologist. Soil types will be classified according to the
Unified Soil Classification System (USCS) and described in accordance with the
standard Parsons ES soil description format.

Following sampling, boreholes will be abandoned using granular bentonite. The
granular bentonite will be placed in 3-foot lifts and hydrated to ensure complete
hydration. The upper 1 foot of each borehole will be filled with excess soil sample.

4.2 SOIL SAMPLE ANALYSIS

All samples will be analyzed by an AFCEE-approved laboratory. Parsons ES
proposes to analyze samples from the Building 406 site for TRPH by USEPA Method
418.1, for BTEX by USEPA Method SW8020, and for PAHs by USEPA Method
SW8310. Quality control (QC) samples also will be collected and analyzed to assess
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field and laboratory methods. The laboratory will perform analyses on one matrix
spike and matrix spike duplicate (MS/MSD) sample for each specific analytical method
requested, and one field trip blank per cooler for BTEX.
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SECTION 5
SITE CONFIRMATION SAMPLING REPORT FORMAT

Following receipt of the laboratory analytical results, a draft confirmation soil
sampling report will be prepared and submitted to 55 CES/CEVR and AFCEE.

The report will contain the following information for the former UST site:

Plot plans showing final borehole locations;
Summary of field activities;

Assessment of analytical results in comparison to RBSLs and previous sampling
results; _

Development of SSTLs for those contaminants detected at concentrations greater
than the RBSLs;

Laboratory analytical reports and chain-of-custody forms;
Borehole logs; and

Conclusions and recommendations for site closure or additional cleanup action.

Comments received from 55 CES/CEVR and AFCEE will be incorporated into a
draft final report to be distributed to AFCEE, 55 CES/CEVR, and NDEQ.
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SECTION 6
WASTE MANAGEMENT PLAN

-This waste management plan applies only to the activities that will be performed for
confirmation soil sampling at the Building 406 site at Offutt AFB. The investigation-
derived waste (IDW) that will be generated during the confirmation sampling include
both solid materials and wastewater produced from decontamination of sampling
equipment.

Because the Geoprobe® system will be utilized to collect soil samples, minimal
quantities of excess soil will be generated. The probe-sampling device generates no
soil cuttings. The sampler is 18 inches long and 1.25 inches in diameter. Typically, 6
inches of the sample are sent to the laboratory for analysis. The remaining sample
material will be used to fill the upper portion of the abandoned boreholes and/or spread
on the ground surface at the site. The estimated total volume of excess soil sample is
0.01 cubic foot. Water generated during decontamination of sampling equipment also
will be spread on the ground surface. An estimated 10 gallons of decontamination
water will be generated.
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SECTION 7
' BASE SUPPORT REQUIREMENTS

The following Offutc AFB support is needed prior to the arrival of the Parsons ES
sampling team:

 Assistance in obtaining drilling and digging permits;
» Arrangement of Base and site access for Parsons ES personnel; and

 Provision of a potable water supply for decontamination activities.
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SECTION 8
PROJECT SCHEDULE

The following schedule is contingent upon approval of this SAP and fulfillment of
Offutt AFB support requirements.

Event Date
Submit Draft Confirmation SAP to AFCEE, '
55 CES/CEVR, and NDEQ 28 July 1997
Receipt of AFCEE, 55 CES/CEVR, and NDEQ
Comments 24 September 1997
Submit Final SAP to AFCEE, 55 CES/CEVR,
and NDEQ 3 October 1997
Begin Confirmation Soil Sampling Field Activities 17 November 1997
Submit Draft Confirmation Soil Sampling Report to
AFCEE and 55 CES/CEVR 26 January 1998
Receipt of AFCEE and 55 CES/CEVR Comments 23 February 1998
Submit Draft Final Confirmation Soil Sampling Report
to AFCEE, 55 CES/CEVR, and NDEQ 16 March 1998
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SECTION 9

POINTS OF CONTACT
65 ENGINEERING-SCIENCE, INC.
Mr. Phil Cork S
55 CES/CEVR M B B 19 U [ rprovement
106 Peacekeeper Drive, Suite 2N3 é’hl? rocess
Offutt AFB, NE 68113-4019 4 |
(402) 294-7621 B rian Blicler
104 S, Black Ave

Ms. Nancy Mann e
LUST/ER Section Water Quality Division Boziman o 56{71‘5
Nebraska Department of Environmental Quality ef ey f
Suite 400, The Atrium (406 )5 56- 75 %“‘*3
1200 “N” Street O\ Sk _ij"[ ofbice-
P.O. Box 98922 (46855 Floder )

Lincoln, NE 68509-2186
(402) 471-4230
Fax: (402) 471-2909

Major Ed Marchand
AFCEE/ERT

3207 North Rd, Bldg 532
Brooks AFB, TX 78235-5363
(210) 536-4364

Fax: (210) 536-4330
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Intertek Testing Services
Environmental Laboratories

Case Narrative

Client: Parsons Engineering Science .
Project ID: Offut AFB - Bldg 406 Project No. 726876.10221
SDG Number: D97-14995

This report contains the results of analyses completed on soil and water samples collected at Offut AFB and
analyzed at Intertek Testing Services Environmental Laboratories, Dallas, Texas. The samples were analyzed in
accordance with the protocols specified in the AFCEE QAPP. The following is a summary of the samples received
for this SDG:

ITS Laboratory ID Client Sample ID Matrix Date Collected Date Received
D97-14995-1 OF-CSB7-5.5° Soil 12/8/97 12/10/97
D97-14995-2 OF-CSB1-5° Soil 12/8/97 12/10/97
D97-14995-3 OF-CSBI1-10’ Soil 12/8/97 12/10/97
D97-14995-4 OF-CSB6-6’ Soil 12/8/97 12/10/97
D97-14995-5 OF-CSBé6-11° Soil 12/8/97 12/10/97
D97-14995-6 OF-CSB5-6° Soil 12/8/97 12/10/97
D97-14995-7 OF-CSB5-1¢° Soil 12/8/97 12/10/97
D97-14995-8 OF-CSB4-5’ Soil 12/9/97 12/10/97

- D97-14995-9 OF-CSB4-10° Soil 12/9/97 12/10/97
D97-14995-10 OF-CSB2-5’ Soil 12/9/97 12/10/97
D97-14995-11 OF-CSB2-10° Soil 12/9/97 12/10/97
D97-14995-12 OF-CSB3-5° Soil 12/9/97 12/10/97
D97-14995-13 OF-CSB3-10° Soil 12/9/97 12/10/97
D97-14995-14 TRIP BLANK Water 12/10/97

Note: ITS sample number D97-14995-15 through D97-14995-28 represent laboratory QC
samples. ‘

B R
Except as otherwise noted, these comments apply to all analyses associated with this SDG:

1. All samples were received intact with the appropriate documentation and custody seals. Appropriate
sample containers and container preservation were verified.

2. One cooler was received at the laboratory. Cooler temperatures are measured at the time of
receipt using temperature blanks and a thermometer unless otherwise noted.

)

All soil samples were analyzed for percent moisture in accordance with ASTM method D2216. All
analytical results were corrected for percent moisture.

4. All positive gas chromatographic results were subject to second column or second detector confirmation
with the exception of diesel range organics (DRO) and gasoline range organics (GRO) analyses.

Intertek Testing Services NA Inc. 0 1
1089 East Collins Boulevard Richardson, TX 75081 1 0
Telephone (972) 238-5591 Fax (972) 238-5592



Intertek Testing Services
Environmental Laboratories

S. All method-recommended holding times were met for the sample analyses associated with this SDG.

6. Additional comments are included in the department narratives.

Gas Chromatography

Volatilé Organics:"SW-346 Metlisd8021 (BTEX)

W e

* Holding Times: All holding times as specified in the method {or QAPP} were met for the samples associated
with this SDG. '

* Instrument Calibration: All initial and continuing calibration criteria as specified in the method {OR
-QAPP} were met for the samples associated with this SDG.

®  Method Blanks: No target analytes were detected above the PQL for any of the method blanks associated with
this SDG.

* Laboratory Control Samples: All Laboratory Control Sample recovery criteria as specified in the method {or
QAPP} were met for the samples associated with this SDG.

* Marrix Spike / Matrix Spike Duplicates: The following samples were used for the Matrix Spike and Duplicate:

Laboratory Sample ID Client Sample ID
D97-14995-18 OF4-CSB2-5' MS
D97-14995-19 - OF4-CSB2-5" MSD

* All Matrix Spike / Matrix Spike Duplicate recovery and RPD criteria as specified in the method {or QAPP}
were met for the samples associated with this SDG.

*  Surrogate Recoveries: All Surrogate spike recovery criteria as specified in the method {or QAPP} were met for
all samples, blanks and spikes associated with this SDG.

¢ Internal Standards: All Internal Standard criteria as specified in the method {or QAPP} were met for ail
samples, blanks and spikes associated with this SDG.

o Sample Dilutions: No sample dilutions were required, with the following exceptions:

Sample ID Analyte Dilution
D97-14995-1 Benzene, Ethyl Benzene 1:100
D97-14995-2 m,p-Xylene 1:250
D97-14995-8 Ethyl Benzene 1:250
D97-14995-9 Ethyl Benzene, m,p-Xylene 1:500
D97-14995-13 Benzene, Ethyl Benzene, 1:100

m,p-Xylene

1089 East Collins Boulevard Richardson, TX 75081

Intertek Testing Services NA Inc. 1 0 02
Telephone (972) 238-5591 Fax (972) 238-5592 :




Intertek Testing Services
Environmental aboratories

¢ Data Qualifier Codes: The following data qualifier codes were used :

Code Explanation
J Quantitation values between the MDL and the PQL are
estimated concentrations.
U Compound undetected down to MDL
D Dilution was required on sample

*  Additional Comments: No further observations were noted during the analysis of samples associated with this
SDG.

Liquid Chromatography

PNA: SW-846 Mettiod 8310,

g 57 S e B W L e e el il T e 5 o L e e . et

* Holding Times: All holding times as specified in the method {OR QAPP} were met for the samples associated
with this SDG.

® Instrument Calibration: All initial and continuing calibration criteria as specified in the method {OR
QAPP}were met for the samples associated with this SDG, with the following exceptions:

Date Type (ICAL, CCV, 2™ Source) Analyte RSD or %D
1/19/98 CCV (CCAL2) Indeno (1,2,3-cd) Pyrene 29.0
1/20/98 CCV (CCAL3) Fluorene 15.5

®  Method Blanks: No target analytes were detected above the PQL for any of the method blanks associated with
this SDG.

* Laboratory Control Samples: All Laboratory Control Sample recovery criteria as specified in the method {or
QAPP} were met for the samples associated with this SDG.

*  Matrix Spike / Matrix Spike Duplicates: The following samples were used for the Matrix Spike and Dupilicate:

Laboratory Samglé 1D Client Sample ID
D97-14995-18 OF4-CSB2-5" MS
D97-14995-19 OF4-CSB2-5' MSD

* All Matrix Spike / Matrix Spike Duplicate recovery and RPD criteria as specified in the method {or QAPP}
were met for the samples associated with this SDG.

* Surrogate Recoveries: All Surrogate spike recovery criteria as specified in the method {or QAPP} were met for
all samples, blanks and spikes associated with this SDG.

* Internal Standards: All Internal- Standard criteria as specified in the method {or QAPP} were met for all
samples, blanks and spikes associated with this SDG.

Intertek Testing Services NA Inc. 1 0 03
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax (972) 238-5592




Intertek Testing Services
Environmental Laboratories

e Sample Dilutions: No sample dilutions were required, with the following exceptions:

Sample ID Analyte Dilution
D97-14995-1 All Target Analytes 1:10
D97-14995-2 All Target Analytes 1:10
D97-14995-3 All Target Analytes 1:10
D97-14995-8 All Target Analytes 1:20

D97-14995-12 All Target Analytes 1:5
D97-14995-13 All Target Analytes 1:200

*  Data Qualifier Codes: The following data qualifier codes were used :

Code : Explanation
F Quantitation values between the MDL and the PQL are
estimated concentrations.

D Sample required dilution

U Compound undetected down to MDL
* Additional Comments: No further observations were noted during the analysis of samples associated with this

SDG. o

Summary:

The enclosed Results of analyses are representative of the samples as received by the laboratory. ITS
Environmental Laboratories (ITS) makes no representations or certifications as to the method of sample collection,
sample identification or sample transportation/handling procedures utilized prior to the receipt of the samples by
ITS. These data should be considered in their entirety; ITS cannot be responsible for the detachment, separation or
otherwise partial use of this report. To the best of my knowledge, the information contained herein is accurate and
complete. Please feel free to contact Mr. Bharat Vandra at (972) 238-5591 if you have any questions.

by:/ﬂ.k e oo

ITS Environmental Laboratories

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081 1 O O 4
Telephone (972) 238-5591 Fax (972) 238-5592
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SAMPLE RECEIVING CHECKLIST / COOLER RECEIPT

Customer: P/LD?‘}?J g S . '( A0

r / ) )
Date received / l /ﬂ\ /0/2/ e Project 72 (r{Z/‘L // T?I)? [
Y ' L\/’ F A e :
Login Signature: /j[l/[/((/\ !'!L(/( [t  pate: / A "//\‘ _ q 7’

~ 12

ier _ DHL UPS USPS Pony  Artome Hand  Other

Airbill Attached?
Cuystody Seals Tvpe: T;pe' @als Signed Tape

Seals Intact?
Cooler Temp: L/ Ks—p; lce-meited lce Substitute Nene

@ NO Sufficient Sample Provided?
e
@ NO Is it clear what analvsis are needed?
& -
ﬂ NO Were samples received in hoid {ime?
.ﬁYES NO hort holdin meters fl i/ notifi
Person(s) notified: ime:
N
Notes:

1008



REPCRT NUMBER: D97-14995-1 ’
ID MARKS: OF4-CS374 ‘

N1#(5.5-5.5") ‘}

PRCJECT: 726876.1022)1 Ofiucr AF3 31d.406

REPCRT DATE: 15-7ZB-1998 17:34:31.7%
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PURCHASE ORDER:

SAMPLE MATRIX: Soil Zor IRPIMS

3TZX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by MKS
Analyzed using IPA 3020A PR on 21-DEC-1997 by MKS
QC Batch No : 27-122097R .
Dilution Factor : 100

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
2enzene 0.03 0.13 4.42 mg/Kg D
Toluene 0.03 0.25 < 0.25 mg/Kg ou
Ethyl benzene 0.04 0.25 0.74 ng/Xg D
m,p-Aylene c.08 9.25 < 0.25 mg/Xg DU
o-Xylene : 0.03 0.25 < 0.25 mg/ Kg DU
BTZX ANALYSIS /1

SURROGATE CCMPOUND l SPIXE RECOVERED FLAG
Bromofluorobenzene (SS) I 4.50 mg/Xe D

Applicable rasults are repor:zed on dry weight basis.



DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-1

REPORT DATE: 16-FEB-1998 17:34:31.79 ID MARKS: OF4-CSB7#
DATE SAMPLED: 8-DEC-1997 : N1#(5.5-5.5")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.405

SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-13997 by MKS
Analyzed using EPA 8020A PR on 21-DEC-1397 by MKS
QC Batch No : 27-122097R
Dilution Factor : 100

Method Factor : 1
TEST REQUESTED MDL REPCRTING LIMIT RESULTS FLAG
Benzene 0.03 0.13 4.42 mg/Kg D
Toluene 0.03 0.25 < 0.25 mg/Kg DU
Ethyl benzene 0.04 0.25 0.74 mg/Kg D
m,p-Xylene 0.08 0.25 < 0.25 mg/Kg DU
o-Xylene 0.03 0.25 < 0.25 mg/Kg DU
BTEX ANALYSIS /1
SURROGATE COMPOUND ‘ SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 4.50 mg/Kg D

Applicable results are reported on dry weight basis.
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DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-1

REPCRT DATE: 16-FEB-1998 17:34:31.79 ID MARKS: OQF4-CSB7#
DATE SAMPLED: 8-DEC-1997 : N1#(5.5-5.5')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bl1d.406

SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-19%7 by MKS
Analyzed using EPA 8020A C2 on 26-DEC-1997 by MKS
QC Batch No : 27-122097R
Dilution Factor : 25

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.006 0.031 0.995 mg/Kg D
Schyl benzene 0.009 0.063 0.063 mg/Kg DJ

BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG

4-Chlorofluorcbenzene (SS) 0.271 mg/Kg D

Applicable results are reported on dry weight basis.
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ITS Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-2

REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSBl#

DATE SAMPLED: 8-DEC-1997 : N1#(5.0-5.0')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AF3 Bld.406
SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A PR on 27-JAN-1998 by MKS
QC Batch No : 27-122097R
Dilution Factor : 250

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT ’ RESULTS FLAG
Benzene 0.06 0.31 < 0.31 mg/Kg DU
Toluene 0.06 0.62 < 0.62 mg/Kg ' DU
Ethyl benzene 0.09 0.62 < 0.62 mg/Kg 5164
m,p-Xylene 0.19 0.62 12.0 mg/Kg D
o-Xylene 0.06 0.62 < 0.62 mg/Kg DU
BTEX ANALYSIS /1

SURROGATE COMPQUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 18.1  mg/Xg D

Applicable results are reported on dry weight basis.

9 Ye
Intertek Testing Services NA Inc. 4l 0 9
1089 East Collins Boulevard. Richardson, TX 75081 Page: 4
Telephone (972) 238-5591 Fax (972) 238-5592



Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-2
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSBl#
DATE SAMPLED: 8-DEC-1997 N1#(5.0-5.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB 31d.406
SAMPLE MATRIX: Soil for IRPIMS N
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-19%97 by RFG
Analyzed using EPA 8020A C1 on 21-DEC-1997 by RFG
QC Batech No : 27-122097R
Dilution Factor 250
Method Factor 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.06 - 0.31 0.31 mg/Kg jolé}
Toluene 0.06 0.62 0.62 mg/Kg DU
Ethyl benzene 0.09 0.62 0.62 mg/Kg pu
m,p-Xylene 0.19 0.62 12.0 mg/Kg D
o-Xylene 0.06 0.62 0.62 mg/Kg DU
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 18.1 mg/Xg o]

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.

1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-6592




Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-2

REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSBl#
DATE SAMPLED: 8-DEC-1997 : N1#(5.0-5.0')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 27-JAN-1997 oy MKS
Analyzed using EPA 8020A C2 on 27-JAN-1397 by MKS
QC Batch No : 27-122097R
Dilution Factor : 500

6

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT °  RESULTS FLAG
m,p-Xylene 0.37 1.23 1.79 mg/Kg D
BTEX ANALYSIS /1
SURROCGATE COMPOUND SPIKE RECOVERED FLAG
4-Chlorofluorcbenzene (SS) R 5.43 mg/Kg D
Applicable results are reported on dry weight basis.
. . 'y
Intertek Testing Services NA Inc. <011
1089 East Collins Boulevard Richardson, TX 75081 Page:

Telephone (972) 238-5591 * Fax (972) 238-56592



1T

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-19%7 REPORT NUMBER: D97-14995-3
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSBl1#
DATE SAMPLED: B8-DEC-1997 N1#(10.0-10.0°
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
4
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 < 0.0013 mg/Kg u
Toluene 0.0003 0.0026 < 0.0026 mg/Kg U
Ethyl benzene 0.0004 0.0926 < 0.0026 mg/Kg U
m,p-Xylene 0.0008 0.0026 < 0.0026 mg/Kg U
o-Xylene 0.0003 0.0026 < 0.0026 mg/Kg u
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorcbenzene (SS) 0.056 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592

2012
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ITS Intertek Testing Services

Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-4
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB6#
DATE SAMPLED: B8-DEC-1997 : N1#(6.0-6.0")

PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB 31d.406

SAMPLE MATRIX: Soil for IRPIMS AJ

BTEX ANALYSIS /1
Prepared using EPA 5030 on 22-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 22-DEC-1997 by RFG
QC Batch No : 27-12229%7R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 < 0.0013 mg/Kg U
Toluene 0.0003 0.0025 < 0.0025 mg/Kg U
Ethyl benzene 0.0004 0.0025 < 0.0025 mg/Kg U
m,p-Xylene 0.0007 . 0.0025 < 0.0025 mg/Kg ¢f
o-Xylene 0.0003 0.0025 < 0.0025 mg/Kg U
BTEX ANALYSIS /1
SURROGATE COMPQUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.056 mg/Kg
Applicable results are reported on dry weight basis.
ing Servi 2013
Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081 Page: 8

Telephone (972) 238-5591 Fax (972) 238-5592




I'TS

Intertek Testing Services
Envir_onmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-5
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB6#
DATE SAMPLED: 8-DEC-1997 N1#(11.3-11.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
L]
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor 1
Method Factor 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 < 0.0013 mg/Kg U
Toluene 0.0003 0.0026 < 0.0026 mg/Kg u
Ethyl benzene 0.0004 0.0026 < 0.0026 mg/Kg u
m,p-Xylene 0.0008 0.0026 < 0.0026 mg/Kg 3]
o-Xylene 0.0003 0.0026 < 0.0026 mg/Kg U
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.060 mg/Kg

Applicable results are reported on dry weight basis.

2014

Page: 9

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-55981 Fax (972) 238-5592




ITS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-199%7 REPCRT NUMBER: D97-14995-6
REPORT DATEZ: 13-FEB-1998 ID MARKS: OF4-CSBS#
DATE SAMPLED: 8-DEC-19%7 N1#(6.0-6.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
a
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED ‘MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 < 0.0013 mg/Kg U
Toluene 0.0003 0.0026 < 0.0026 mg/Kg U
Ethyl benzene 0.0004 0.0026 < 0.0026 mg/Kg U
m,p-Xylene 0.0008 0.0026 < 0.0026 mg/Kg U
o-Xylene 0.0003 0.0026 < 0.0026 mg/Kg U
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorobenzene (SS)

0.061

mg/Kg

Applicable results are reported on dry weight basis.

Telephone (972) 238-5591

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Fax (972) 238-5592

2015

Page:
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Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 19-DEC-1997 REPORT NUMBER: D97-14995-7
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSBS#
DATE SAMPLED: 8-DEC-1997 N14(10.0-10.0")
PROJECT: 726876.10221 Offut AFB Bld.406

PURCHASE ORDER:

SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 19-DEC-1997 by RFG

Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG

QC Batch No : 27-121997R
Dilution Factor : 1

Method Factor : 1

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 < 0.0013 mg/Kg u
Toluene 0.0003 0.0026 < 0.0026 mg/Kg u
Ethyl benzene 0.0004 0.0026 < 0.0026 mg/Kg U
m,p-Xylene 0.0008 0.0026 < 0.0026 mg/Kg U
o-Xylene 0.0003 0.0026 < 0.0026 mg/Kg U
BTEX ANALYSIS /1

SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorobenzene (SS)

0.063 mg/Kg

Applicable results are reported on dry weight basis.

Telephone (972) 238-5591

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Fax (972) 238-5592

2016
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Intertek Testing Services
Environmental Laboratories

ITS

DATE RECEIVED: 10-DEC-1997

REPORT NUMBER: D97-14995-8

REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#

DATE SAMPLED: 8-DEC-1997 N1#(5.0-5.0')

PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB 31d.106

SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A PR on 27-JAN-1998 by MKS
QC Batch No : 27-122097R
Dilution Factor : 250

Method Factor : 1

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.06 0.31 < 0.31 mg/Kg DU
Toluene 0.06 0.62 < 0.62 mg/Kg DU
Ethyl benzene 0.09 0.62 6.28 mg/Kg D
m,p-Xylene 0.19 0.62 < 0.62 mg/Kg DU
o-Xylene 0.06 0.62 < 0.62 mg/Kg DU
BTEX ANALYSIS /1 ‘
SURROGATE COMPOUND - SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 19.5 mg/Kg D

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc. ,
1089 East Collins Boulevard Richardson, TX 75081 Page: 12
Telephone (972) 238-5591 Fax (972) 238-5592



N

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-8
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#
DATE SAMPLED: 8-DEC-1997 N1#(5.0-5.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB B81d.406
SAMPLE MATRIX: Soil for IRPIMS
a
BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-1997 by RFG
Analyzed using EPA 8020A Cl on 21-DEC-1997 by RFG
QC Batch No : 27-122097R
Dilution Factor : 250
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.06 0.31 < 0.31 mg/Kg DU
Toluene 0.06 0.62 < 0.62 mg/Kg DU
Ethyl benzene 0.09 0.62 6.29 mg/Kg D
m, p-Xylene 0.19 0.62 < 0.62 mg/Kg DU
o-Xylene 0.06 0.62 < 0.62 mg/Kg DU
BTEX ANALYSIS /1
SURRCGATE COMPOUND SPIKE RECOVERED FLAG
Bromnfluorobenzene {SS) 19.4 mg/Kg D

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081 Page:

Telephone (972) 238-5591

e

Fax (972) 238-5592

2018




Intertek Testing Services
Environmental L.aboratories

DATE RECEIVED: 10-DEC-1997 . REPORT NUMBER: D97-14995-8
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#
DATE SAMPLED: 8-DEC-1997 : N1#(5.0-5.0')
"PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1 '
Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A C2 on 27-JAN-1998 by MKS
QC Batch No : 27-122097R
Dilution Factor : 500

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Ethyl benzene 0.19 1.24 1.33  mg/Kg o}

BTEX ANALYSIS /1
SURROGATE COMPOUND ' SPIKE RECOVERED FLAG

4-Chlorofluorcbhenzene (SS) 5.18 mg/Kg D

Applicable results are reported on dry weight basis.

<019
Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081 Page: 14
Telephone (972) 238-5591 Fax (972) 238-5592



Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-9
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#
DATE SAMPLED: 8-DEC-1997 . N1#(10.0-10.0')
PROJECT: 726876.10221 Offut AFB Bld.406

PURCHASE ORDER:

SAMPLE MATRIX:

Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 20-DEC-1997 by RFG
.. QC Batch No : 27-121997R
Dilution Factor : 500
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.13 0.63 < 0.63 ng/Kg jaléf
Toluene 0.13 1.25 < 1.25 mg/Kg DU
Ethyl benzene 0.19 1.25 §.29 mg/Kg
m,p-Xylene 0.38 1.25 17.5 mg/Kg D
o-Xylene 0.13 1.25 < 1.25 mg/Kg pu
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 39.1 mg/Kg D

Applicable results are reported on dry weight basis.

<020

Page: 15

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax (972) 238-5592



I'TS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-9
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#
DATE SAMPLED: 8-DEC-1997 N1#(10.0-10.0'}
PROJECT: 726876.10221 Offut AFB Bld.406

PURCHASE ORDER:

SAMPLE MATRIX:

Soil for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-1997 by RFG
Analyzed using EPA 8020A Cl on 20-DEC-199%97 by RFG
QC Batch No : 27-121997R
Dilution Factor : 500
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.13 0.63 < 0.63 mg/Kg jolé
Toluene 0.13 1.28 < 1.2% mg/Kg pu
Ethyl benzene 0.19 1.25 5.29 mg/Kg D
m,p-Xylene 0.38 1.25 17.5 mg/Kg D
o-Xylene 0.13 1.25 < 1.25 mg/Kg DU
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromefluorobenzene (SS) 39.1 mg/Kg D

Applicable results are reported on dry weight basis.

<021

Page: 156

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax (972) 238-5592



Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-9
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB4#
DATE SAMPLED: 8-DEC-1997 N1#(10.0-10.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A C2 on 27-JAN-1998 by MKS

QC Batch No : 27-121997R
Dilution Factor : 500
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Ethyl benzene +0.19 1.25 7.81 mg/Kg D
0.38 1.25 11.6 mg/Kg D

m,p-Xylene

BTEX ANALYSIS /1

SURROGATE COMPCOUND

SPIKE RECOVERED FLAG

4-Chlorofluorobenzene (SS)

7.14 mg/Kg D

Applicable results are reported on dry weight basis.

2022

Page: 17

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax (972) 238-5592



I'TS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-10
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB2#
DATE SAMPLED: 9-DEC-1997 N1#(5.0-5.0°")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
—
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1897 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0012 < 0.0012 mg/Xg u
Toluene 0.0002 0.0025 < 0.0025 mg/Kg u
Ethyl benzene 0.0004 0.0025 < 0.0025 mg/Kg U
m, p-Xylene 0.0007 0.0025 < 0.0025 mg/Kg U
o~-Xylene 0.0002 0.0025 < 0.0025 mg/Kg u
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorobenzene (SS)

0.056 mg/Kg

Applicable results are reported on dry weight basis.

Telephone (972) 238-5591

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Fax (972) 238-5592

Page:
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S

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997

REPORT NUMBER:

D97-14995-11

SURROGATE COMPOUND

REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB2#
DATE SAMPLED: 9-DEC-1997 N1#(10.0-10.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene ‘ " 0.0003 0.0013 | < 0.0013 mg/Kg U
Toluene 0.0003 0.0026 < 0.0026 mg/Kg u
Ethyl benzene 0.0004 0.0026 < 0.0026 mg/Kg U
m,p-Xylene 0.0008 0.0026 < 0.0026 mg/Kg U
o-Xylene 0.0003 0.0026 0.0013 mg/Kg J
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

Bromofluorobenzene (SS)

0.060 mg/Kg

Applicable results are reported on dry weight basis.

Telephone (972) 238-5591

2024

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Fax (972) 238-5592

Page:
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ITS

Intertek Testing Services
Environmental Laboratories

D97-14995-12

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER:
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB3#
DATE SAMPLED: 9-DEC-1997 N1#(5.0-5.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406

SAMPLE MATRIX:

Soil for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 13-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG

QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED ML REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0012 0.0013 mg/Kg
Toluene 0.0002 0.0024 < 0.0024 mg/Kg u
Ethyl benzene 0.0004 0.0024 0.0445 mg/Kg
m,p-Xylene 0.0007 0.0024 0.0566 mg/Kg
o-Xylene 0.0002 0.0024 < 0.0024 mg/Kg u
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG

Bromofluorokenzene (SS)

0.060 mg/Kg

Applicable results are reported on dry weight basis.

1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

Intertek Testing Services NA Inc.

Fax (972) 238-5592




I'TS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-12
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB3#
DATE SAMPLED: 9-DEC-1997 N1#(5.0-5.0')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
L]
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A Cl on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0012 0.0013 mg/Kg
Toluene 0.0002 0.0024 0.0024 mg/Kg U
Ethyl benzene 0.0004 0.0024 0.0445 mg/Kg
m,p-Xylene 0.0007 0.0024 0.0566 mg/Kg
o-Xylene 0.0002 0.0024 0.0024¢ mg/Kg U
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.060 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.

1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592

2026

Page:
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I'TS

Intertek Testing Services
Environmental Laboratories

D97-14995-12

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER:
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB3#
DATE SAMPLED: 9-DEC-1997 N1#(5.0-5.0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406

SAMPLE MATRIX:

Soil for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A C2 on 27-JAN-1998 by MKS

QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0012 0.0470 mg/Kg

Ethyl benzene 0.0004 0.0024 0.135 mg/Kg

m,p-Xylene 0.0007 0.0024 0.212 mg/Kg
BTEX ANALYSIS /1

SURROGATE COMPQUND SPIKE RECOVERED FLAG
4-Chlorofluorobenzene (SS) 0.161 mg/Kg

Applicable results are reported on dry weight basis.
2027
Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081 Page: 22

Telephone (972) 238-5591

Fax (972) 238-5592




I'T

Intertek Testing Services
Environmental Laboratories

REPORT NUMBER:

D97-14995-13

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB3#
DATE SAMPLED: 9-DEC-1997 N14(10.0-10.0')

PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.405

SAMPLE MATRIX:

Soil for IRPIMS

BTEX ANALYSIS /1

QC Batch No
Dilution Factor

Method Factor :

1 27-122297R
100
1

Prepared using EPA 5030 on 22-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 22-DEC-1997 by RFG

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.02 0.11 0 06 mg/Kg DJ
Toluene 0.02 0.22 < 0.22 mg/Kg DU
Ethyl benzene 0.03 0.22 2.00 mg/Kg

m,p-Xylene 0.07 0.22 5.64 mg/Kg D
o-Xylene 0.02 0.22 < 0.22 mg/Kg DU
BTEX ANALYSIS /1

SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 7.03 mg/Kg D

Applicable results are reported on dry weight basis.

Telephone (972) 238-5591

2028

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Fax (972) 238-5592
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I'TS

Intertek Testing Services
Environmental Laboratories

REPORT NUMBER: D97-14995-13

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB3#
DATE SAMPLED: 9-DEC-1997 N1#(10.0-10.0")

PURCHASE ORDER:

PROJECT: 726876.10221 Offut AFB Bld.406

SAMPLE MATRIX:

Scoil for IRPIMS

STEX ANALYSIS /1

Prepared using EPA 5030 on 22-DEC-1997 by RFG
Analyzed using EPA 8020A Cl on 22-DEC-1997 by RFG

.. QC Batch No :
Dilution Factor :

Method Factor

27-122297R
100
1

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene , 0.02 0.11 0.06 mg/Kg DJ
Toluene 0.02 0.22 0.22 mg/Kg pu
Ethyl benzene 0.03 0.22 2.00 mg/Kg D
m,p-Xylene 0.07 0.22 5.63 mg/Kg b
o-Xylene 0.02 0.22 0.22 mg/Kg DU
BTEX ANALYSIS /1

SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 7.03  mg/Kg D

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.

1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592
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Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-19%7 REPORT NUMBER: D97-14995-13

REPORT DATE: 13-FEB-1998

ID MARKS: OF4-CSB3#

DATE SAMPLED: 9-DEC-1997

N1#(10.0-10.0"')

PURCHASE ORDER :

PROJECT: 726876.10221 Offut AFB

Bld.406

SAMPLE MATRIX: Soil for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 27-JAN-1998 by MKS
Analyzed using EPA 8020A C2 on 27-JAN-1998 by MKS
QC Batch No : 27-122297R

Dilution Factor : 25
Method Factor :

1

TEST REQUESTED

MDL REPORTING LIMIT

RESULTS

FLAG

Ethyl benzene

0.008 0.056

0.154 mg/Kg

m,p-Aylene

0.017 0.056

0.076 mg/Kg

BTEX ANALYSIS /1

SURROGATE COMPOUND

SPIKE RECOVERED

FLAG

4-Chlorofluorcbenzene

(ss)

0.299 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.

1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591 Fax (972) 238-5592

%030,



IT S Intertek Testing Services

Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-14
REPORT DATE: 13-FEB-1998 ID MARKS: FIELDQCH
DATE SAMPLED: 9-DEC-1997 TB1#(0-0"')
PURCHASE ORDER: PROJECT: 726876.10221 Offur AFB Bld.406
SAMPLE MATRIX: Water Quality Control for IRPIMS
L
BTEX ANALYSIS /1
Prepared using EPA 5030 on 22-DEC-1997 by CNA
Analyzed using EPA 8020A PR on 22-DEC-1997 by CNA
QC Batch No : 34122197RBN
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.17 2.00 < 2.00 ug/L U
Toluene 0.17 ©2.00 < 2.00 pg/L U
Ethyl benzene 0.22 2.00 < 2.00 ug/L U
m,p-Xylene 0.18 2.00 < 2.00 ug/L U
o-Xylene 0.19 2.00 < 2.00 ug/L U
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 98.3 ug/L

Applicable results are reported on dry weight basis.

2031

Page: 26

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax (972) 238-5592




'

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-15
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH

DATE SAMPLED: 10-DEC-1997 : LB1#(0-0')

SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch-No : 27-121997R

) PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
j Dilution Factor : 1

Method Factor : 1 )
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene . 0.0002 0.0010 < 0.0010 mg/Kg U
Toluene 0.0002 0.0020 < 0.0020 mg/Kg U
Ethyl benzene 0.0003 0.0020 < 0.0020 mg/Kg u
m, p-Xylene 0.0006 0.0020 < 0.0020 mg/Kg U
o-Xylene 0.0002 0.0020 < 0.0020 mg/Kg U
BTEX ANALYSIS /1
SURROGATE COMPOUND . SPIKE RETOVERED FLAG
Bromofluorobenzene (SS) 0.047 mg/Xg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc. o
1089 East Collins Boulevard Richardson, TX 75081 ragp? (k8 2
Telephone (972) 238-5591 Fax (972) 238-5592 ‘




ITS Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-16
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 10-DEC-1997 BS1#(0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
g e iR e ¢ 1T
Method Factor : 1 i
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0420 mg/Kg
Toluene 0.0002 0.0020 0.0420 mg/Kg
Ethyl benzene 0.0003 0.0020 0.0410 mg/Kg
m, p-Xylene 0.0006 0.0020 0.0960 mg/Kg
o-Xylene 0.0002 0.0020 0.0420 mg/Kg
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.047 mg/Kg
Applicable results are reported on dry weight basis.
Ve
Intertek Testing Services NA Inc. 2033
1089 East Collins Boulevard Richardson, TX 75081 Page: 28

Telephone (972) 238-5591

Fax (972) 238-5592




I'T

S Intertek Testing Services

Environmental Laboratories

REPCRT NUMBER:

D97-14995-17

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 10-DEC-1997 BD1#(0-0")
PURCHASE ORDER: PROJECT. 726376.10221 Offut AFB 8ld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS
4
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0390 mg/Kg
Toluene 0.0002 0.0020 0.0400 mg/Xg
Ethyl benzene 0.0003 0.0020 0.0380 mg/Kg
m,p-Xylene 0.0006 0.0020 0.0900 mg/Kg
o-Xylene 0.0002 0.0020 0.0400 mg/Kg
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluérobenzene (SS)

0.047 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592
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ITS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997

REPORT NUMBER:

D97-14995-18

REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB2#
DATE SAMPLED: 9-DEC-19%97 MS1#(0-0')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS | FLAG
Benzene 0.0003 0.0013 0.0478 mg/Kg
Toluene c.0003 0.0026 0.0478 mg/Kg
Ethyl benzene 0.0004 0.0026 0.0465 mg/Kg
m, p-Xylene 0.0008 0.0026 0.109 mg/Kg
o-Xylene 0.0003 0.0026 0.0478 mg/Kg
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromcfluorobenzene (SS) 6.062 mg/Kg

Applicable results are reported on dry weight basis.

1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

Intertek Testing Services NA Inc.

Fax (972) 238-5592
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ITS

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-19
REPORT DATE: 13-FEB-1998 ID MARKS: OF4-CSB2#
DATE SAMPLED: 9-DEC-1997 3D1#1(0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil for IRPIMS
4
BTEX ANALYSIS /1
Prepared using EPA 5030 on 19-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 19-DEC-1997 by RFG
QC Batch No : 27-121997R
Dilution Factor 1
Method Factor 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0003 0.0013 0.0517 mg/Kg
Toluene 0.0003 0.0026 0.0504 mg/Kg
Ethyl benzene 0.0004 0.0026 0.05074 mg/Kg
m,p-Xylene 0.0008 0.0026 0.114 mg/Kg
o-Xylene 0.0003 0.0026 0.0517 mg/Kg
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene {SS) 0.062 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592

w2 036



Intertek Testing Services
Environmental Laboratories

REPORT NUMBER:

D97-14995-20

DATE RECEIVED: 10-DEC-193%7
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 10-DEC-1997 LB1#(0-0')
PROJECT: 726876.10221 Offut AFB Bld.406

PURCHASE ORDER:

SAMPLE MATRIX:

Water Quality Control for IRPIMS

BTEX ANALYSIS /1

Prepared using EPA 5030 on 22-DEC-1997 by CNA
Analyzed using EPA 8020A PR on 22-DEC-1997 by CNA
34122197RBN

QC Batch No :
Dilution Facter :
Method Factor :

1

1

TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.17 2.00 < 2.00 ug/L u
Toluene 0.17 2.00 < 2.00 ug/L U
Ethyl benzene 0.22 2.00 < 2.00 ug/L U
m, p-Xylene 0.18 2.00 < 2.00 ug/L of
o-Xylene 0.19 2.00 < 2.00 ug/L U
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorcbenzene

(ss)

97.8 ug/L

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592
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Intertek Testing Services
Environmental Laboratories

REPORT NUMBER: D97-14995-21

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 10-DEC-1997 BS1g(0-0")

PURCHASE ORDER:

PROJECT: 726876.10221 Offut AFS Bld.406

SAMPLE MATRIX: Water Quality Control for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on 21-DEC-1997 by CNA
Analyzed using EPA 8020A PR on 21-DEC-1997 by CNA
QC Batch No : 34122197RBN
Dilution Factor : 1

Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS | FLac
Benzene 0.17 2.00 51.8 ug/L
Toluene 0.17 2.00 52.6 ug/L
Ethyl benzene 9.22 2.00 51.8 ug/L
m,p-Xylene 0.18 2.00 111 #g/L
o-Xylene 0.19 2.00 53.2 ug/L
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorcbenzene (SS)

96.8 ug/L

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

Fax (972) 238-5592

s U38



Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997

REPORT NUMBER:

D97-14995-22

REPORT DATE: 13-FEB-1998

ID MARKS: LABQCH

DATE SAMPLED: 10-DEC-1997

BD1#(0-0')

PURCHASE ORDER:

PROJECT: 726876.10221 fouc AFB Bld.406

SAMPLE MATRIX: Water Quality

Control for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 on

21-DEC-1997 by CNA

Analyzed using EPA 8020A PR on 21-DEC-1997 by CNA

QC Batch No : 34122197RBN
Dilution Factor : 1

Methed Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.17 2.00 51.0 ug/L
Toluene 0.17 2.00 S51.1 pug/L
Ethyl benzene 0.22 2.00 49.7 ug/L
m,p-Xylene 0.18 2.00 106 ug/L
o-Xylane 0.19 2.00 50.1 ug/L
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorobenzene (SS)

95.4 ug/L

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081

Telephone (972) 238-5591

Fax (972) 238-5592

239




ITS Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-23

REPORT DATE: 13-FEB-1998 ID MARKS: LABQC

DATE SAMPLED: 21-JAN-1998 : LB2#(0-0'")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.426
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS

BTEX ANALYSIS /1
Prepared using EPA 5030 cn 20-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 20-DEC-1997 by RFG
QC Batch No : 27-122097R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 < 0.0010 mg/Kg U
Toluene 0.0002 0.0020 < 0.0020 mg/Kg U
Ethyl benzene 0.0003 0.0020 < 0.0020 mg/Kg U
m,p-Xylene 0.0006 0.0020 < 0.0020 mg/Kg u
©o-Xylene 0.0002 0.0020 < 0.0020 mg/Kg ¢f
BTEX ANALYSIS /1
SURROGATE COMPOUND . SPIKE RECOVERED FLAG
' Bromofluorobenzene (SS) 0.047 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc. v
1089 East Collins Boulevard Richardson, TX 75081 ' O 4Pﬁe: 35
Telephone (972) 238-5591 Fax (972) 238-5592 <




S

Intertek Testing Services
Environmental Laboratories

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER: D97-14995-24
REPORT DATE: 13-FEB-1998 ID MARKS: LABQC
DATE SAMPLED: 21-JAN-1998 BS2#(0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS
a
BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 20-DEC-1997 by RFG
QC Batch No : 27-122097R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0460 mg/Kg
Toluene 0.0002 0.0020 0.04560 mg/Kg
Ethyl benzene 0.0003 0.0020 0.0450 mg/Kg
m, p-Xylene 0.0006 0.0020 0.105 mg/Kg
o-Xylene 0.0002 0.0020 0.0460 mg/Kg
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorcbenzene (SS) 0.048 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

<]

Fax (972) 238-5592




ITS Intertek Testing Services

Environmental Iaboratories

DATE RECEIVED: 10-DEC-1997

REPORT NUMBER:

D97-14995-25

REPORT DATE: 13-FEB-1398 ID MARKS: LABQC
DATE SAMPLED: 21-JAN-1998 BD2#(0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS
.
BTEX ANALYSIS /1
Prepared using EPA 5030 on 20-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 20-DEC-1997 by RFG
.. QC Batch No : 27-122097R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0450 mg/Kg
Toluene . 0.0002 0.0020 0.0450 mg/Kg
Ethyl benzene 0.0003 0.0020 0.0440 mg/Kg
m,p-Xylene 0.0006 0.0020 0.103 mg/Kg
o-Xylene 0.0002. 0.0020 0.0450 mg/Kg
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOQUND

Bromofluorobenzene (SS)

0.047 mg/Kg

Applicable results are reported cn dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

Fax (972) 238-5592




ITS Intertek Testing. Services

Environmental Laboratories

REPORT NUMBER:

D97-14995-26

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 22-JAN-1998 LB3#(0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS
L}
BTEX ANALYSIS /1
Prepared using EPA 5030 on 22-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 22-DEC-1997 by RFG
QC Batch No : 27-122297R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTEC MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 < 0.0010 mg/Kg U
Toluene 0.0002 G.0020 < 0.0020 mg/Kg U
Ethyl benzene 0.0003 0.0020 < 0.0020 mg/Kg U
m,p-Xylene 0.0006 0.0020 < 0.0020 mg/Kg o4
o-Xylene 0.0002 0.0020 < 0.0020 mg/Kg U
BTEX ANALYSIS /1
SURROGATE COMPOQUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.043 mg/Kg
Applicable results are reported on dry weight basis.
Intertek Testing Services NA Inc.
Page: 38

1089 East Collins Boulevard Richardson, TX 7508.1

Telephone (972) 238-5591

Fax (972) 238-5592
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S

Intertek Testing Services
Environmental Laboratories

D97-14995-27

DATE RECEIVED: 10-DEC-1997 REPORT NUMBER:
REPORT DATE: 13-FEB-1998 ID MARKS: LABQC#H#
DATE SAMPLED: 22-JAN-1998 BS3#{0-0")
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMFLE MATRIX: Soil/Solid Quality Control for IRPIMS
L}
BTEX ANALYSIS /1
Prepared using EPA 5030 on 22-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 22-DEC-1997 by RFG
QC Batch No : 27-122297R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0460 mg/Kg
Toluene 0.0002 0.0020 0.0450 mg/Kg
Ethyl benzene 0.0003 0.0020 0.0430 mg/Kg
m,p-Xylene 0.0006 0.0020 0.101 mg/Kg
o-Xylene 0.0002 0.0020 0.0450 mg/Kg
BTEX ANALYSIS /1
SPIKE RECOVERED FLAG

SURROGATE COMPOUND

Bromofluorokenzene (SS)

0.049 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591

Fax (972) 238-5592
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Intertek Testing Services
Environmental Laboratories

REPORT NUMBER:

D97-14995-28

DATE RECEIVED: 10-DEC-1997
REPORT DATE: 13-FEB-1998 ID MARKS: LABQCH
DATE SAMPLED: 22-JAN-1998 BD3#(0-0')
PURCHASE ORDER: PROJECT: 726876.10221 Offut AFB Bld.406
SAMPLE MATRIX: Soil/Solid Quality Control for IRPIMS J
L)
BTEX ANALYSIS /1
Prepared using EPA 5030 on 23-DEC-1997 by RFG
Analyzed using EPA 8020A PR on 23-DEC-1997 by RFG
QC Batch No : 27-122297R
Dilution Factor : 1
Method Factor : 1
TEST REQUESTED MDL REPORTING LIMIT RESULTS FLAG
Benzene 0.0002 0.0010 0.0460 mg/Kg
Toluene 0.0002 0.0020 0.0450 mg/Kg
Ethyl benzene 0.0003 0.0020 0.0460 mg/Kg
m,p-Xylene 0.0006 0.0020 0.113 mg/Kg
o-Xylene 0.0002 0.0020 0.0480 mg/Kg
BTEX ANALYSIS /1
SURROGATE COMPOUND SPIKE RECOVERED FLAG
Bromofluorobenzene (SS) 0.G55 mg/Kg

Applicable results are reported on dry weight basis.

Intertek Testing Services NA Inc.
1089 East Collins Boulevard Richardson, TX 75081
Telephone (972) 238-5591 Fax {972) 238-5592

2045
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AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB7 N1 Lab Sample ID: D$7-14995-1 Matrix: Soil
% Solids: 79.9 Initial Calibration ID: PAH010798
Date Received: 10-DEC-199%7 Date Extracted: 16-DEC-1297 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier

Acenaphthene 0.08880 15.0000 0.08880 10 U
Acenaphthylene 0.37500 15.3000 0.37500 10 U
Anthracene 0.01380 5.5000 0.14600 10 F
Benzo (a)anthracene 0.01750 0.1130 0.67200 10
Benzo(a) pyrene 0.02250 0.1880 1.14000 10
Benzo (b) fluoranthene 0.02750 0.1500 0.99100 10
Benzo(g,h,i)perylene 0.03130 0.6260 0.49900 10 F
Benzo (k) fluoranthene 0.03000 0.1380 0.70100 10
Chrysene 0.02000 1.2500 1.43000 10
Dibenz (a, h)anthracene 0.06510 0.2500 0.31400 10
Fluoranthene 0.08880 1.7500 2.19000 10
Fluorene ’ 0.06260 1.7500 0.06260 10 U
Indeno(1,2,3-cd)pyrene 0.03000 0.3750 0.42800 10
Naphthalene 0.16300 15.0000 0.16300 10 U
Phenanthrene 0.02880 0.5250 0.56300 10
Pyrene 0.07010 2.2500 2.26000 10

Surrogate Recovery Control Limits Qualifier

p-Terphenyl (SS) 92.2 22.0 - 167

Comments:

AFCEE FORM 0-2




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 C1 Preparatory Method: EPA 3550A AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: QF4-CSB7 N1 Lab Sample ID: D97-14995-1 Matrix: Soil

% Solids: 79.9 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier

Benzo (a)anthracene 0.01750 0.1130 0.67200 10
Benzo (a) pyrene ' 0.02250 ) 0.1880 1.14000 10
Benzo (b) fluoranthene 0.02750 0.1500 0.99100 10
Benzo (k) fluoranthene 0.03000 0.1380 0.70100 10
Chrysene 0.02000 1.2500 1.43000 10
Dibenz (a,h)anthracene 0.06510 0.2500 0.31400 10
Fluoranthene 0.08880 1.7500 2.19000 10
Indeno (1,2, 3-cd)pyrene 0.03000 0.3750 0.42800 10
Pyrene 0.07010 2.2500 2.26000 10

Comments :

AFCEE FORM 0-2

o0




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 C2 Preparatory Method: EPA 35S0A AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB7 N1 Lab Sample ID: D97-14955-1 Matrix: Soil
% Solids: 79.9 Initial Calibration ID: PAH010798
Date Received: 10-DEC-1597 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo (a)anthracene 0.01750 0.1130 0.85800 10
Benzo (a) pyrene 0.02250 0.1880 0.89200 10
Benzo (b) flucranthene 0.02750 0.1500 1.31000 10
Benzo (k) fluoranthene 0.03000 0.1380 0.39200 10
Chrysene 0.02000 1.2500 1.43000 10
Dibenz (a,h)anthracene 0.06510 0.2500 1.44000 10
Fluoranthene 0.08880 1.7500 1.26000 10 F
Indeno (1,2, 3-cd) pyrene 0.03000 0.3750 0.94200 10
Pyrene 0.07010 2.2500 1.00000 10 F

Comments:

AFCEE FORM 0-2

200 4




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS :

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSBl1 N1 Lab Sample ID: D97-14995-2 Matrix: Soil

% Solids: 81.0 Initial Calibration ID: PAHQ10798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL . RL Concentration Dilution Qualifier
Acenaphthene 0.08760 14.8000 0.08760 10 U
Acenaphthylene 0.37000 19.0000 0.37000 10 u
Anthracene 0.01360 5.4300 0.17800 10 F
Benzo (a) anthracene 0.01730 0.1110 0.20700 10
Benzo (a) pyrene 0.02220 0.1850 0.29700 10
Benzo (b) fluoranthene 0.02710 0.1480 0.20200 10
Benzo (g, h,i)perylene 0.03080 0.6170 0.09460 10 F
Benzo (k) fluoranthene 0.02960 '0.1360 0.15400 10
Chrysene 0.01970 1.2300 0.79100 10
Dibenz (a,h) anthracene 0.06420 0.2470 0.06420 10 u
Fluoranthene 0.08760 1.7300 1.76000 10
Fluorene 0.06170 1.7300 . 0.15200 10 F
Indeno (1,2, 3-cd)pyrene 0.02960 0.3700 0.09880 10
Naphthalene 0.16000 . 14.8000 0.16000 10 U
Phenanthrene 0.02840 0.5180 0.83400 10
Pyrene : 0.06910 2.2200 0.51100 10 F
‘ Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 172.0 22.0 - 167

Comments: -

AFCEE FORM 0-2

o005




Analytical Method: EPA 8310 Cl
Lab Name: ITS Environmental
Field Sample ID: OF4-CSB1 N1
% Solids: 81.0

Date Received: 10-DEC-1897

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 3550Aa

Contract:

Lab Sample

Date Extracted: 16-DEC-1997

ID: D97-14995-2

Initial Calibration ID: PAH010798

AAB #: AC292-72A

Matrix: Soil

Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo(a)anthracene 0.01730 0.1110 0.20700 10
Benzo (a) pyrene 0.02220 0.1850 0.29700 10
Benzo (b) fluoranthene 0.02710 0.1480 0.20200 10
Benzo (k) fluoranthene 0.02960 0.1360 0.15400 10
Fluoranthene 0.08760 1.7300 1.76000 10

Comments :

AFCEE FORM 0-2

06




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Methpd: EPA 8310 C2 Preparatory Method: EPA 3550A ARB #: AC292-72A
Lab Name: ITS Environmeztal Contract:
Field Sample ID: OF4-CS3I N1 Lab Sample ID: D97-14995-2 Matrix: Soil
% Solids: 81.0 Initial Calibration ID: PAH010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1%97 Date Analyzed: 19-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo({a)anthracene 0.01730 0.1110 0.28000 10
Benzo(a) pyrene 0.02220 0.1850 0.23200 10
Benzo (b) fluoranthene 0.02710 0.1480 0.29900 10
Benzo (k) fluoranthene 0.02960 0.1360 0.09440 10 F
Fluoranthene 0.08760 1.7300 0.79100 10 F
Comments :

AFCEE FORM O-2

2006 A




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Mechod: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSBLI N1 Lab Sample ID: D97-14995-3 Matrix: Soil

¥ Solids: 76.6 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene 0.09270 15.7000 0.08270 10 U
Acenaphthylene 0.33200 20.1000 0.39200 10 u
Anthracene 0.01440 5.7400 0.19100 10 F
Benzo (a)anthracene 0.01830 0.1170 0.23900 10
Benzo(a)pyrene 0.02350 0.1960 0.21100 10
Benzo (b) fluoranthene 0.02870 0.1570 0.13400 10 F
Benzo(g,h,i)perylene 0.03260 0.6530 0.04050 10 F
Benzo (k) fluoranthene 0.03130 0.1440 0.11200 10
Chrysene 0.02090 1.3100 2.22000 10
Dibenz (a,h)anthracene 0.06730 0.2610 0.06790 10 u
Fluoranthene 0.09270 ) 1.8300 1.92000 10
Fluorene 0.06530 1.8300 0.06530 10 4]
Indeno(1,2,3-cd)pyrene 0.03130 0.3920 0.03250 10 F
Naphthalene 0.17000 15.7000 0.17000 10 u
Phenanthrene 0.03000 0.5480 0.53400 10 F
Pyrene 0.07310 2.3500 1.93000 10 F
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 128.0 22.0 - 167

Comments :

AFCEE FORM 0-2

pory




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 Cl1 Preparatory Method: EPA 3550A AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB1 N1 Lab Sample ID: D97-14995-3 Matrix: Soil
% Solids: 76.6 Initial Calibration ID: PAH(010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1383%7 Date Analyzed: 19-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
i
Analyte MDL RL Concentration Dilution Qualifier
Benzo(a)anthracene 0.01830 0.1170 0.23900 10
Benzo(a)pyrene 0.02350 0.1960 0.21100 10
Chrysene 0.02090 1.3100 2.22000 10
Fluoranthene 0.09270 1.8300 1.92000 10

Comments:

AFCEE FORM 0-2

s




Analytical Method: EPA 8310 C2
Lab Name: ITS Environmencal
Field Sample ID: OF4-CS3:1 N1
% Solids: 76.6

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 3550A

Contract:

Lab Sample ID: D97-14995-3

Date Extracted: 16-DEC-1997

Initial Calibration ID: PAH010798

AAB #: AC292-72A

Matrix: Soil

Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo(a)anthracene 0.01830 0.1170 0.07220 10 F
Benzo {(a) pyrene 0.02350 0.1960 0.16400 10 F
Chrysene 0.02090 1.3100 0.36900 10 F
Fluoranthene 0.08270 1.8300 0.86000 10 F
Comments:

AFCEE FORM 0-2

20084




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 35508 AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: QOF4-CSB6 N1 Lab Sample ID: D97-14995-4 Macrix: Soil

% Solids: 80.1 Initial Calibration ID: PAH010798

L]
Date Received: 10-DEC-199%7 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier

Acenaphthene 0.00887 ) 1.5000 0.00887 1 U
Acenaphthylene. 0.03750 1.3200 0.03750 1 U
Anthracene 0.00137 0.5500 0.00137 b3 41
Benzo (a) anthracene 0.00175 0.0112 0.0017S 1 U
Benzo(a)pyrene 0.00225 0.0187 0.00271 1 F
Benzo (b) fluoranthene 0.00275 0.0150 0.00468 1 F
Benzo{g,h,i)perylene 0.00312 0.0625 0.00312 1 U
Benzo (k) fluoranthene 0.00300 0.0137 0.00300 1 ¢]
Chrysene 0.00200 0.1250 0.00200 1 u
Dibenz (a,h)anthracene 0.00650 0.0250 0.00650 1 u
Fluoranthene 0.00887 0.1750 0.01230 1 F
Fluorene 0.00625 0.1750 0.00625 1 4]
Indeno(1,2,3-cd)pyrene 0.00300 . 0.037S 0.00300 1 o4
Naphthalene 0.01620 1.5000 0.01620 1 u
Phenanthrene - 0.00287 0.0528 0.00287 1 ¢
Pyrene 0.00699 0.2250 0.09010 1 F

Comments: .

AFCEE FORM 0-2

50084




Analytical Method: EPA 8310 C1
Lab Name: ITS Environmental
Field Sample ID: OF4-CSBE N1
¥ Solids: 80.1

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 3550A

Contract:

Lab Sample ID: D97-14995-4

Initial Calibration ID:

Date Extracted: 16-DEC-1997

AAB #: AC292-72A

Matrix: Soil

Dace Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo (a) pyrene 0.00225 0.0187 0.00271 1 F
Benzo (b) fluoranthene 0.00275 0.0150 0.00468 1 F
Chrysene 0.00200 0.1250 0.04420 1 F
Fluoranthene 0.00887 0.1750 0.01230 1 F
Pyrene 0.00699 0.2250 0.09010 1 F
jomment s :

AFCEE FORM 0-2

20045



Analytical Method: EPA 8310 C2
Lab Name: ITS Environmgntal
Field Sample ID: OF4-CSB6 N1
¥ Solids: 80.1

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 3S50A

Contract:

Lab Sample ID: D97-14995-4

Initial Calibration ID:

Date Extracted: 16-DEC-1997

Matrix: Soil

AAB #: AC292-72A

Date Analyzed: 19-JAN+1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo (a) pyrene 0.00225 0.0187 0.00366 1 F ,
Benzo (b} fluoranthene 0.0027S 0.0150 0.00616 1 F
Chrysene 0.00200 0.1250 0.00397 1 F
Fluoranthene 0.00887 0.1750 0.00887 1 U
Pyrene 0.00699 0.2250 0.03020 1 F
N
Commencs:;

AFCEE FORM 0O-2

2008C



Analytical Method: EPA 8310 PR
Lab Name: ITS Environmental

Field Sample ID: OF4-CSB6 N1

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS

Preparatory Method: EPA 3550B AAB #: AC292-72A

Contract:

Lab Sample ID: D97-14995-5 Matrix: Soil

% Solids: 78.0 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1597 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene 0.00910 1.5400 0.00910 1 U
Acenaphthylene 0.03840 1.9700 0.03840 1 )
Anthracene 0.00141 0.5640 0.00141 1 U
Benzo(a)anthracene 0.00179 0.0115 ©0.00179 1 4]
Benzo (a) pyrene 0.00231 0.0192 0.00231 1 U
Benzo (b) fluoranthene 0.00282 0.0154 0.00282 1 U
Benzo{g,h,i)perylene 0.00320 0.0641 0.00320 1 U
Benzo (k) fluoranthene 0.00308 0.0141 0.00308 1 u
Chrysene 0.00205 0.1280 0.00205 1 jof
Dibenz (a,h)anthracene 0.00666 0.0256 0.00666 1 U
Fluoranthene 0.00910 0.1790 0.00910 1 U
Fluorene 0.00641 0.1790 0.00641 1 U
Indeno(1,2,3-cd)pyrene 0.00308 0.0384 0.00308 1 4]
Naphthalene 0.01670 1.5400 0.01670 1 4]
Phenanthrene 0.00295 0.0538 0.00295 1 U
Pyrene 0.00718 0.2310 0.00718 1 U
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 125.0 22.0 - 167
Comments:

AFCEE FORM 0-2

9006 D




‘AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSBS5 NI Lab Sample ID: D97-14995-6 Matrix: Soil

% Solids: 77.4 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 19-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene 0.00817 1.5500 0.00917 1 U
Acenaphthylene 0.03880 1.9900 0.03880 1 ¢)
Anthracene 0.00142 0.5680 0.00142 1 U
Benzo (a)anthracene 0.00181 0.0116 0.00181 1 U
Benzo (a) pyrene 0.00233 0.019%4 0.00233 1 U
Benzo (b) fluoranthene 0.00284 0.0155 0.00284 1 U
Benzo(g,h, i)perylene 0.00323 0.0646 0.00323 1 U
Benzo (k) fluoranthene 0.00310 0.0142 0.00310 1 U
Chrysene 0.00207 0.12%0 0.00207 1 u
Dibenz (a,h)anthracene 0.00672 0.0258 0.00672 1 u
Fluoranthene 0.00917 0.1810 0.00917 1 U
Fluorene 0.00646 0.1810 0.00646 1 U
Indeno(1,2,3-cd)pyrene 0.00310 0.0388 0.00310 1 U
Naphthalene 0.01680 1.5500 0.01680 1 u
Phenanthrene 0.00297 0.0543 0.00297 1 u
Pyrene 0.00723 0.2330 0.00723 1 4]
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 131.0 22.0 - 167

Comments:

AFCEE FORM 0-2

w3k




Analytical Method: EPA 8310 PR
Lab Name: ITS Environmental
Field Sample ID: OF4-CSBS N1
% Solids: 75.7

Date Received: 10-DEC-1997

: AC292-72A

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS
Preparatory Method: EPA 3550B AAB #
Contract:
Lab Sample ID: D97-14995-7 Mat

Initial Calibration ID: PAH010798

Date Extracted: 16-DEC-1997

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Date Analyzed: 20-JAN-1998

rix: Soil

Comments:

Analyte MDL RL Concentration Dilutiecn Qualifier

Acenaphthene 0.00938 1.5900 0.00938 1 U
Acenaphthylene 0.03960 2.0300 0.03960 1 U
Anthracene 0.00145 0.5810 0.00145 1 U
Benzo (a)anthracene 0.00185 0.0119 0.00185 1 u
Benzo (a) pyrene 0.00238 0.0198 0.00238 1 U
Benzo (b) fluoranthene 0.00291 0.015% 0.00291 1 U
Benzo(g,h,i)perylene 0.00330 0.0661 0.00330 1 u
Benzo (k) fluoranthene 0.00317 0.0145 0.00317 1 U
Chrysene 0.00211 0.1320 0.00211 1 u
Dibenz (a,h)anthracene 0.00687 0.0264 0.00687 1 U
Fluoranthene 0.00938 0.1850 0.00938 1 U
Fluorene 0.00661 0.1850 0.00661 1 U
Indeno(1,2,3-cd)pyrene 0.00317 0.0396 0.00317 1 u
Naphthalene 0.01720 1.5900 0.01720 1 u
Phenanthrene 0.00304 0.0555 0.00304 1 u
Pyrene 0.00740 0.2380 0.00740 1 U

Surrogate Recovery Control Limits Qualifier

p-Terphenyl (SS) 120.0 22.0 - 167

AFCEE FORM 0-2

2006 F



AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-8 Matrix: Soil

% Solids: 80.3 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-199%7 Date Analyzed: 20-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Diluticn Qualifier
Acenaphthene 0.17700 29.3000 0.17700 20 U
Acenaphthylene 0.74700 38.3000 0.74700 20 U
Anthracene 0.02740 11.0000 0.50400 20 F
Benzo (a)anthracene 0.03490 0.2240 0.76400 20
Benzo(a)pyrene 0.04480 0.3730 0.92000 20
Benzo (b) fluoranthene 0.05480 0.2990 0.68200 20
Benzo(g,h, i)perylene . 0.06220 1.2400 0.25800 20 F
Benzo (k) fluoranthene 0.05980 0.2740 0.42800 20
Chrysene 0.03980 2.4900 1.47000 20
Dibenz (a,h)anthracene 0.12900 0.4980 0.18400 20 F
Fluoranthene 0.17700 3.4900 4.78000 20
Fluorene 0.12400 3.4900 0.33700 20 F
Indeno(1,2,3~-cd)pyrene 0.05980 0.7470 0.25900 20
Naphthalene 0.32400 29.9000 0.32400 20 U
Phenanthrene 0.05730 1.0500 2.05000 20
Pyrene 0.13900 4.4800 4.5%9000 20
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 9.3 22.0 -~ 167
Comments:

AFCEE FORM 0-2

7001



AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 C1 A Preparatory Method: EPA 3550A AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB4 N1 . Lab Sample ID: D97-14995-8 Matrix: Soil

% Solids: 80.3 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1398

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifiexr

Benzo (a) anthracene 0.03490 0.2240 0.76400 20
Benzo (a)pyrene 0.04480 0.3730 0.92000 20
Benzo (b) fluoranthene 0.05480 0.2990 0.68200 20
Benzo (k) fluoranthene 0.05980 0.2740 0.42800 20
Fluoranthene 0.17700 3.4500 4.78000 20
Phenanthrene 0.05730 1.0500 2.05000 20
Pyrene 0.13900 4.4800 4.5%000 20

Comments :

AFCEE FORM 0-2

%010




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 C2 Preparatory Method: EPA 3550A AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB4 N1 . Lab Sample ID: D97-14995-8 Matrix: Soil
% Solids: 80.3 Initial Calibration ID: PAH010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo(a)anthracene 0.034%0 0.2240 0.62000 20
Benzo (a) pyrene 0.04480 0.3730 0.92700 20
Benzo (b) fluoranthene 0.05480 0.2990 0.97400 20
Benzo (k) fluoranthene 0.05980 0.2740 0.30700 20
Fluoranthene 0.17700 3.4900 2.50000 20 F
Phenanthrene 0.05730 1.0500 1.90000 20
Pyrene 0.13900 4.4800 1.73000 20 F
Comments:

AFCEE FORM 0-2

2010 A-




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmencal Contract:

Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-9 Matrix: Soil

% Solids: 80.0 Initial Calibration ID: PAH010798

Date Received: 10-DEC-19%7 Date Extracted: 16-DEC-19%7 Date Analyzed: 20-JAN-1998

Concentration Units {ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL ‘RL Concentration Dilution Qualifier
Acenaphthene 1.78000 300.0000 1.78000 200 U
Acenaphthylene 7.50000 i 385.0000 7.50000 200 U
Anthracene 0.27500 110.0000 7.66000 200 F
Benzo(a)anthracene 0.35000 2.2500 31.00000 200
Benzo{a)pyrene 0.45000 3.7500 65.50000 200
Benzo (b) fluoranthene 0.55000 3.0000 51.10000 200
Benzo (g, h, i) perylene 0.62500 12.5000 27.50000 200
Benzo (k) fluoranthene 0.60000 2.7500 32.00000 200
Chrysene 0.40000 25.0000 51.40000 200
Dibenz{a,h)anthracene 1.30000 . 5.0000 20.40000 200
Fluoranthene 1.78000 35.0000 53.10000 200
Fluorene 1.25000 35.0000 1.25000 200 U
Indeno (1,2, 3-cd)pyrene 0.60000 7.5000 25.50000 200
Naphthalene 3.25000 300.0000 3.25000 200 U
Phenanthrene 0.57500 10.5000 18.30000 200
Pyrene 1.40000 45.0000 57.50000 200
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 0.0 22.0 - 167

Comments :

AFCEE FORM 0-2




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 Cl Preparatory Method: EPA 3550A AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-9 Matrix: Soil

% Solids: 80.0 Inicial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilutien Qualifier

Benzo (a) anthracene 0.35000 2.2500 31.00000 200
Benzo (a) pyrene 0.45000 3.7500 65.50000 200
Benzo (b) fluoranthene 0.55000 3.0000 51.10000 200
Benzo(g,h,i)perylene 0.62500 12.5000 27.50000 200
Benzo (k) fluoranthene 0.60000 2.7500 32.00000 200
Chrysene 0.40000 25.0000 51.40000 200
Dibenz (a,h)anthracene 1.30000 5.0000 20.40000 200
Fluoranthene 1.78000 35.0000 53.10000 200
Indeno(l,2,3-cd)pyrene 0.60000 7.5000 25.50000 200
Pyrene 1.40000 45.0000 57.50000 200

Comments:

AFCEE FORM 0-2

200 A




AFCEE |
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
\
Analytical Method: EPA 8310 C2 Preparatory Method: EPA 3550A AAB #: AC292-72A
Lab Name: ITS Environmencal Contract:
Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-9 Matrix: Soil
% Solids: 80.0 ) Initial Calibration ID: PAHQ10798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Benzo{a)anthracene 0.35000 2.2500 33.00000 200
Benzo (a) pyrene 0.45000 3.7500 67.10000 200
Benzo (b) fluoranthene 0.55000 3.0000 74.10000 200
Benzo(g,h,i)perylene 0.62500 12.5000 53.90000 200
Benzo (k) fluoranthene 0.60000 2.7500 21.10000 200
Chrysene 0.40000 25.0000 66.30000 200
Dibenz{a,h)anthracene 1.30000 ' 5.0000 ©141.00000 200
Fluoranthene 1.78000 35.0000 43.80000, 200
Indeno(1,2,3-cd)pyrene 0.60000 7.5000 76.50000 200
Pyrene 1.40000 45.0000 97.00000 200
Comments:

AFCEE FORM 0-2

w1 p




AFCEE |
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB2 N1 Lab Sample ID: D97-14995-10 Matrix: Soil

¥ Solids: 81.8 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998

Concentration Units {ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene 0.00868 1.4700 0.00868 1 u
Acenaphthylene 0.03670 1.8800 ' 0.03670 1 U
Anthracene 0.00134 0.5380 0.00134 1 U
Benzo (a)anthracene 0.00171 0.0110 0.00171 1 U
Benzo (a) pyrene 0.00220 0.0183 0.00220 1 U
Benzo (b) fluoranthene '0.00269 0.0147 0.00269 1 U
Benzo(g,h,i)perylene 0.00306 " 0.0611 0.00306 1 u
Benzo (k) fluoranthene 0.00293 0.0134 0.00293 1 U
Chrysene 0.00196 0.1220 0.00196 1 U
Dibenz (a,h)anthracene 0.00636 0.0245 0.00636 1 U
Fluoranthene 0.00868 0.1710 0.00868 1 U
Fluorene 0.00611 0.1710 0.00611 1 4]
Indeno(1,2,3-cd)pyrene 0.00293 0.0367 0.00293 1 u
Naphthalene 0.01590 1.4700 0.01590 1 U
Phenanthrene 0.00281 0.0513 0.00281 1 U
Pyrene 0.00685 0.2200 0.00685 1 U
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 122.0 22.0 - 167
Comments:

AFCEE FORM 0-2

sonc



AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A

Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB2 N1 Lab Sample ID: D97-14995-11 Matrix: Soil

% Solids: 78.3 Initial Calibration ID: PAH010798

Date Received: 10-DEC-1957 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998

Concentration Units ({(ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilutien Qualifier
Acenaphthene 0.00906 1.5300 0.00506 1 U
Acenaphthylene 0.03830 1.9700 0.03830 1 U
Anthracene 0.00140 0.5620 0.00140 1 U
Benzo (a)anthracene 0.00179 0.0115 0.00179 1 U
Benzo (a) pyrene 0.00230 0.0191 0.00230 1 o
Benzo (b) fluoranthene 0.00281 0.0153 0.00281 1 o
Benzo(g,h, i) perylene 0.00319 0.0638 0.00319 1 u
Benzo (k) fluoranthene 0.00306 0.0140 0.00306 1 u
Chrysene 0.00204 0.1280 0.00204 1 U
Dibenz(a, h)anthracene 0.00664 0.02585 0.00664 1 U
Fluoranthene 0.00906 0.1790 0.00306 1 U
Fluorene 0.00638 0.1790 0.00638 1 u
Indeno(1,2,3-cd)pyrene 0.00306 0.0383 0.00306 1 U
Naphthalene 0.01660 1.5300 0.01660 1 U
Phenanthrene 0.0029%4 0.0536 0.0029%4 1 u
Pyrene 0.00715 0.2300 0.00715 1 U
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 119.0 22.0 - 187

Comments:

AFCEE FORM 0-2

.




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Methed: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB3 N1 Lab Sample ID: D97-14995-12 Matrix: Soil
¥ Solids: 83.1 ) Initial Calibration ID: PAH010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene ©0.04270 ‘ 7.2200 0.91500 S F
Acenaphthylene 0.18100 9.2700 0.18100 S 4]
Anthracene 0.00662 2.6500 0.13600 S F
Benzo{a)anthracene 0.00843 0.0542 0.29500 5
Benzo (a) pyrene 0.01080 0.0903 0.45300 S
Benzo (b) fluoranthene 0.01320 0.0722 0.39000 5
Benzo(g,h, i) perylene 0.01510 0.3010 0.21900 5 F
Benzo (k) fluoranthene 0.01440 0.0662 0.28100 s
Chrysene 0.00963 0.6020 0.46700 S F
Dibenz(a,h)anthracene 0.03130 0.1200 0.16900 5
Fluoranthene 0.04270 . 0.8430 1.14000 5
Flucrene . 0.03010 0.8430 0.17900 S F
‘ Indeno (1,2, 3-cd)pyrene 0.01440 0.1810 0.20600 5
Naphthalene 0.07830 7.2200 0.07830 5 u
Phenanthrene 0.01380 0.2530 ' 0.57200 S
Pyrene 0.03370 . 1.0800 1.13000 5
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 139.0 22.0 - 167

Comments:

AFCEE FORM 0-2

3912




Analytical Method: EPA 8310 C1
Lab Name: ITS Environmental
Field Sample ID: OF4-CSB3 N1
% Solids: 83.1

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 3550A

Contract:

Lab Sample

Date Extracted: 16-DEC-1997

ID: D97-14995-12

Initial Calibration ID: PAH010798

Matrix: Soil

AAB #: AC292-72A

Date Analyzed: 20-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL . Concentration Diluticn Qualifier
Benzo(a)anthracene 0.00843 0.0542 0.29500 5
Benzo (a) pyrene 0.01080 0.0903 0.45300 5
Benzo (b) fluoranthene 0.01320 0.0722 0.39000 3
Benzo (k) fluoranthene 0.01440 0.0662 0.28100 )
Chrysene 0.00963 0.6020 0.46700 5 F
Dibenz(a,h)anthracene 0.03130 0.1200 0.16900 ]
Indeno (1,2, 3-cd)pyrene 0.01440 0.1810 0.20600 S
Pyrene 0.03370 1.0800 1.13000 5

Comments:

AFCEE FORM 0-2

2013




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 C2 Preparatory Method: EPA 3550A AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB3 N1 Lab Sample ID: D97-14995-12 Matrix: Soil
% Solids: 83.1 Initial Calibration ID: PAH010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998
Concentration Units ({(ug/L or mg/kg dry weight) : mg/Xg
Analyte MDL RL Concentration Dilution Qualifier
Benzo({a)anthracene 0.00843 0.0542 0.26400 5
Benzo (a) pyrene 0.01080 0.0903 0.37000 s
Benzo (b) fluoranthene 0.01320 0.0722 0.51700 5
Benzo (k) fluoranthene 0.01440 0.0662 0.14800 5
Dibenz(a,h)anthracene 0.03130 0.1200 0.65600 5
Indeno(1,2,3-cd)pyrene 0.01440 0.1810 0.17600 S F
Pyrene 0.03370 1.0800 0.52700 S r
Comments :

AFCEE FORM 0-2




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 8310 PR Preparatory Method: EPA 3550B AAB #: AC292-72A
Lab Name: ITS Environmental Contract:
*

Field Sample ID: OF4-CSB3 N1 v Lab Sample ID: D97-14995-13 Matrix: Soil

% Solids: 89.7 Inicial Calibration ID: PAH010798

Date Received: 10-DEC-1997 Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Acenaphthene 1.58000 268.0000 1.58000 200 U
Acenaphthylene 6.69000 343.0000 6.63000 200 U
Anthracene 0.24500 98.1000 5.45000 260 F
Benzo{a)anthracene 0.31200 2.0100 10.80000 200
Benzo(a)pyrene 0.40100 3.3500 17.70000 200
Benzo (b} fluoranthene 0.49100 2.6800 v 14.90000 200
Benzo{g,h,i)perylene 0.55800 11.2000 7.83000 200 F
Benzo (k) fluoranthene 0.53500 2.4500 9.76000 200
Chrysene 0.35700 22.3000 14.30000 200 F
Dibenz{a,h)anthracene 1.16000 4.4600 5.84000 200
Fluoranthene 1.58000 31.2000 48.80000 200
Fluorene 1.12000 31.2000 4.71000 200 F
Indeno(1,2,3-cd)pyrene 0.53500 6.6900 7.75000 200
Naphthalene 2.%0000 268.0000 2.50000 200 u
Phenanthrene 0.51300 9.3700 21.50000 200
Pyrene 1.25000 40.1000 48.40000 200
Surrogate Recovery Control Limits Qualifier
p-Terphenyl (SS) 0.0 22.0 - 167
Comments:

AFCEE FORM 0-2

01




AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULT

Analytical Method: EPA 8310 Cl Preparatory Method: EPA 3550
Lab Name: ITS Environmental Contract:

Field Sample ID: OF4-CSB3 .N1 Lab Sample ID: D97-149
% Solids: 89.7 Initial Calibration ID: PAH010798
Date Received: 10-DEC-1997 Date Extracted: 16-DEC-19%7

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

S

A

95-13

Date Analyzed: 20-JAN-1998

AAB #: AC292-72A

Matrix: Soil

Analyte MDL RL Concentration Dilution Qualifier
Benzo(a)anthracene 0.31200 2.0100 10.80000 200
Benzo(a)pyrene 0.40100 3.3500 17.70000 200
Benzo (b} fluoranthene 0.49100 2.6800 14.90000 200
Benzo (k) fluoranthene 0.53500 2.4500 9.76000 200
Dibenz (a,h)anthracene 1.16000 4.4600 5.84000 200
Indeno(1,2,3-cd)pyrene 0.53500 - 6.6900 7.75000 200
Pyrene 1.25000 40.1000 48.40000 200
Comments :

AFCEE FORM 0-2




Analytical Method: EPA 8310 C2
Lab Name: ITS Environmental
Field Sample ID: OF4-CSB3 N1
% Solids: 89.7

Date Received: 10-DEC-1997

AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Preparatory Method: EPA 3550A AAB #: AC292-72A
Contract:
Lab Sample ID: D97-14995-13 Matrix: Soil

Initial Calibration ID: PAH010798

Date Extracted: 16-DEC-1997 Date Analyzed: 20-JAN-1998

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte MDL RL Concentration Dilution Qualifier
Benzo{a)anthracene 0.31200 2.0100 11.60000 200
Benzo (a) pyrene 0.40100 3.3500 18.50000 200
Benzo (b) fluoranthene 0.4%100 2.6800 21.10000 200
Benzo(k)gluoranthene 0.53500 2.4500 5.87000 200
Dibenz (a,h)anthracene 1.16000 4.4600 24.10000 200
Indeno(1,2,3-cd)pyrene 0.53500 6.6900 17.30000 200
Pyrene 1.25000 40.1000 20.40000 200 F
Comments :

AFCEE FORM 0-2

ez




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 413.1 mod. Preparatory Method: EPA 418.1 mod. AAB H: AC324-16
Lab Name: ITS Environmencal Contract:
Field Sample ID: OF4-CSB7 N1 Lab Sample ID: D97-14995-1 Matrix: Soil
% Solids: 79.9 Initial Calibration ID: y
Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilucion Qualifier
Total Petroleum Hydrocarbon 18.80 31.3 18.80 1 U

omments:

AFCZE FORM 0-2




Analytical Method: EPA 413.1 mod.

AFCEE :
ORGANICS ANALYSIS DATA SHEET
RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC324-16

Lab Name: ITS Environmencal Contract:

Field Sample ID: OF4-CSBl N1 Lab Sample ID: D97-14995-2 Matrix: Soil

% Solids: 81.0 Initial Calibration ID: ]
Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte

MDL RL Concentration Dilution Qualifier

Total Petroleum Hydrocarbon

37.00 61.7 395.00 2

omments:

AFCEE FORM 0-2

4001i-0z



Analytical Mechod: EPA 418.1 mod.

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC324-16

Lab Name: ITS Environmencal Contract:

Field Sample ID: OF4-CSB1 N1 Lab Sample ID: D97-14995-3 Macrix: Soil

% Solids: 76.6 Initial Calibration ID: «

Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997

Concentracion Units (ug/L or mg/kg dry weight) : mg/Kg

Analyte

MDL RL Concentration Dilution Qualifier

Total Petroleum Hydrocarbon

13.60 32.6 19.60 1

U

Comments:

AFCEE FORM 0-2

4001-04




Analytical Method: EPA 418.1 mod.
Lab Name: ITS Environmental

Field Sample ID: OF4-CSB6 N1

% Solids: 80.1 Initial Calibracion ID:

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

-

RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC324-15

Contract:

Lab Sample ID: D97-14995-4

Date Extracted: 23-DEC-1997

Matrix: Soil

Date Analyzed: 23-DEC-1397

Concencration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Tocal Petroleum Hydrocarbon 18.70 31.2 130.00 1.

ommencs:

AFCEE FORM 0-2

4001-05



Analytical Method: EPA 418.1 mod.

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC324-15

Lab Name: ITS Environmental Contrace:

Field Sample ID: OF4-CS36 N1 Lab Sample ID: D97-14995-5 Macrix: Soil

% Solids: 78.0 Inicial Calibration ID: .

Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997

Concentration Units {ug/L or mg/kg dry weight) : mg/Kg

Analyte

MDL RL Concentration Dilution Qualifier

Total Petroleum Hydrocarbon

13.20 32.0 19.20 1 U

Comments:

AFCEE FORM 0-2
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AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS
Analytical Method: EPA 418.1 mod. Preparatory Method: EPA 418.1 mod. AAB #: AC324-15
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSBS5 N1 Lab Sample ID: D97-14995-6 Matrix: Soil
% Solids: 77.4 Initial Calibration ID: R
Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concencration Dilution Qualifier
Total Petroleum Hydrocarbon ‘19.40 32.3 19.40 1 U

omments:

AFCEE FORM 0O-2




Analytical Mechod: EPA 418.1 mod.
Lab Name: ITS Environmental

Field Sample ;D: OF4-CSBS N1

Date Received: 10-DEC~1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

RESULTS

Preparatory Method: EPA 418.1 mod. AAB HB: AC324-15

Contract:

Lab Sample ID: D97-14995-7

% Solids: 75.7 Initial Calibration ID:

Date Extracted: 23-DEC-199%7

Macrix: Soil

Date Analyzed: 23-DEC-1997

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Total Petroleum Hydrocarbon 19.80 33.0 19.80 1 U

omments :

AFCEE FORM 0-2

anni-0¢




AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 418.1 mod. Preparatory Method: EPA 418.1 mod. AAB #: AC324-13
Lab Name: ITS Environmental Contrace:
Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-8 Matrix: Soil
%¥ Solids: 80.3 Initial Calibration ID: .
Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997 Date Analyzed: 23-DEC-1997
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Total Petroleum Hydrocarbon 18.70 Jl.1 181.00 1

mments :

AFCEE FORM 0-2
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AFCEE
ORGANICS ANALYSIS DATA SHEET 2

RESULTS
Analytical Method: EPA 418.1 mod. Preparatory Method: EPA 418.1 mod. AAB #: AC324-15
Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB4 N1 Lab Sample ID: D97-14995-% Matrix: Soil
% Solids: 80.0 Inicial Calibration ID:
L]
Date Received: 10-DEC-1997 Date Extracted: 2>3-DEC-1997 Date Analyzed: 23-DEC-1997
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilution Qualifier
Total Petroleum Hydrocarbon 93.80 156.0 1030.00 5

ommencts:

AFCEE FORM 0-2

400i-1C




Lab Name: ITS Environmencal Contract:

Field Sample ID: OF4-CSB2 N1

% Solids: 81.8 Initial Calibration ID:

AFCEE

RESULTS

Analytical Method: EPA 418.1 mod. Preparatory Method: EPA 418.1 med.

Lab Sample ID: D97-14995-10

Date Received: 10-DEC-1997 Date Extracted: 23-DEC-1997

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

ORGANICS ANALYSIS DATA SHEET 2

AAB #: AC324-15

Matrix: Soil

Date Analyzed: 23-DEC-1997

Analyte MDL

RL

Concentration

Dilution Qualifier

Total Petroleum Hydrocarbon 18.30

30.6

18.30

1

U

f[omments:

AFCEE FORM 0-2

400i-11



»

Analytical Method: EPA 418.1 mod.

Lab Name: ITS Environmental

Field Sample ID: OF4-CSB2 N1

% Solids: 78.3

Date Received: 10-DEC-1997

AFCEE

ORGANICS ANALYSIS DATA SHEET 2

Preparatory Method: EPA 418.1 mod.

Contract:

Lab Sample ID: D97-14995-11

Initial Calibration ID:

RESULTS

Date Extracted: 23-DEC-1997

AAB #: AC324-15

Matrix: Soil

Date Analyzed: 23-DEC-1997

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
)
Analyte MDL RL Concentration Dilution Qualifier
Total Pecroleum Hydrocarbon 19.10 31.9 19.10 1 U

omments:

AFCEE FORM 0-2

400i-1¢




Analytical Method: EPA 418.1 mod.

Date Received: 10-DEC-1997

Date Extracted: 23-DEC-1997

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC3I24-1S

Lab Name: ITS Environmental Contract:
Field Sample ID: OF4-CSB3 N1 Lab Sample ID: D97-14995-12 Matrix: Soil
¥ Solids: 83.1 Initial Calibration ID:

Concentration Units (ug/L or mg/kg dry weight) : mg/Kg

Date Analyzed: 23-DEC-1997

Analyte

MDL RL Concentration

Dilution Qualifier

Total Petroleum Hydrocarbon

18.10 30.1 53.80

1

omments:

AFCEE FORM 0-2

400i-1%



Analytical Method: EPA 418.1 mod.

AFCEE
ORGANICS ANALYSIS DATA SHEET 2
RESULTS

Preparatory Method: EPA 418.1 mod. AAB #: AC324-15

Lab Name: ITS Environmental Contract :
Field Sample ID: OF4-CSB3 N1 Lab Sample ID: D97-14995-13 Matrix: Soil
% Solids: 89.7 Initial Calibration ID: .
Date Received: 10-DEC-1997 Date Extracted: 23-DEC;1997 Dace Analyzed: 23-DEC-1997
Concentration Units (ug/L or mg/kg dry weight) : mg/Kg
Analyte MDL RL Concentration Dilucion Qualifier
Total Petroleum Hydrocarbon 16.70 ‘ 27.9 93.70 1

Comments:

AFCEE FORM 0-2

aAnni-14




AFCEE
ORGANICS ANALYSIS DATA SHEET 6
BLANKS
Analytical Method: EPA 418.1 mod. AAB #: AC324-15

Lab Name: ITS Environmental

Units: mg/Xg

Contracet:

Method Blank ID: D%7-14995-15§

Analyte

PQL

Method Blank

Qualifier

Total Petroleum Hydrocarbon

25.0

15.00

u

omments:

AFCEE FORM 0-6

4001-15
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Table C-1

Computaion of Risk Based Screening Levels

Subsurface soil to indoor air

crack

Csat RBSL;, (p.g/m:') Dseff  Dcrackeff VFseep RBSLs (mg/kg)
Compound (mg/kg) Carec. Non Carc Carc. Non Carc
Volatiles .
Benzene 850 4.93E-01 7.26E-03 7.26E-03 3.09E-02  1.60E-02
Toluene 768 5.62E+02 6.63E-03 6.63E-03 1.07E-02 5.25E+01
Ethylbenzene 163 1.48E+03 5.93E-03 5.93E-03 1.61E-02 9.18E+01
m,p-Xylenes 435 1.02E+04 5.62E-03 5.62E-03 5.87E-03 1.74E+03 RES
o-Xylene 447 1.02E+04 5.62E-03 5.62E-03 5.87E-03 1.74E+03 RES
PAHs
Acenaphthene 208 3.29E-03 3.29E-03 3.87E-06 7.93E+94;RES
Anthracene 10 2.55E-03 2.55E-03 2.63E-07 ‘5.84E-k96§ RES
Fluorene 150 2.85E-03 2.85E-03 8.88E-07 -2.30E+05;RES
Naphthalene 402 5.62E-03 5.62E-03 1.92E-04 1.06E+02

Calculated using oral toxicity values for inhalation ..}
Carcinogenic RBSLair = TR x BW x AT,,,. x 356 (d/yr) x 1000 (mg/mg)
SFixIRxEF xED
Noncarcinogenic  RBSLair=  THQ x RfD; x AT, gpcarc X 356 (d/yr) x 1000 (mg/mg)
SFix IR x EF x ED
RBSLs = RBSLair x 107 (mg/ug)
VFseep
VFseep = (h X p)/(Bus* k, X p, + H x 8,) (D/LJER/L,) x 1000 (cm’-kg/m’-g)
1+ (D,"/Ly/ER/Ly) + [D,"/L/(Derae™ Leract) M)
D, = Dy X (855" */87%) + Diyey /H x (8,,,”/01%)
D e"# Dairx (eacmcle/eTz) + Dwal/H X (ewcrackln/eTz)

APPDXC.XLSRBSLs



Table C-2

Computaion of Risk Based Screening Levels

Subsurface soil to indoor air

Csat RBSL,;, (ug/m®) Dseff  Dcrackeff VFseep RBSLs (mg/kg)
Compound (mg/kg) carc Non Carc Carc. Non Care
Volatiles
Benzene 850 1.23E+00 ’ 5.18E-03 5.18E-03 1.63E-02  7.57E-02
Toluene 768 1.41E+03 4.73E-03 4.73E-03 6.65E-03 2.11E+02
Ethylbenzene 163 3.70E+03 4.23E-03 4.23E-03 9.76E-03 3.80E+02
m,p-Xylenes 435 2.56E+04 4.01E-03 4.01E-03 3.78E-03 6.75E+03
0-Xylene 447 2.56E+04 4.01E-03 4.01E-03 3.78E-03 6.75E+03
PAHs
Acenaphthene 208 2.49E-03 2.35E-03 2.63E-06
Anthracene 10 2.16E-03 1.82E-03 1.81E-07
Fluorene 150 & ) 2.39E-03 2.03E-03 6.11E-07 :
Naphthalene 402 5.11E+01 4.03E-03 4.01E-03 1.29E-04 3.95E+02

Calculated using oral toxicity.values for inhalation]
Carcinogenic RBSLair = TR x BW x AT, x 356 (d/yr) x 1000 (mg/mg)
SFixIRXEFXED
Noncarcinogenic RBSLair = THQ x RfD; X AT, pneare X 356 (d/yr) x 1000 (mg/mg)
SFix IRxEF xED
RBSLs = RBSLair x 10” (mg/ug)
VFseep
~ VFseep = (h X p)/(Bust kX ps + H x 8,.) (D,"L/ER/Ly) x 1000 (cm*-kg/m’-g)
I+ (D,"/L/ER/Ly) + [D,™/L/(Deracs Mecrse )]

D= Dy X (8" /B1”) + Dyy /H x (8" /81%)

Dcmckeﬁ= Dair X (eacrackln/eTz) + Dwat/H X (ewcrackln/e’l"z)
APPDXC.XLSSSTLs




Table C-3
Parameters used in Development of Risk Based Screening Levels and Site Specific Target Levels

RBSL SSTL

Tier 1 Tier 11
Parameter Definitions Units comm/ind comm/in
IR Inhalation rate SR m*/d 20 20
EF Exposure frequency d/yr 250 250
ED Exposure duration year 25 10
TR Target Risk - 1.00E-06 1.00E-06
BW Body weight kg 70 70
THQ Target hazard quotient - 1 1
ATcarc  Averaging time for carcinogens year 70 70
ATnonc  Averaging time for noncarcinogens year 25 25
ER Air exchange rate 1/sec 0.00023 0.00023
foe . Fraction of organic carbon in soil gram/gram 0.01 0.01
kg Soil-water sortpion coefficient foc X ko foc X ko
L, Enclosed space volume/infiltration area cm’/em? 300 300
Lerack Enclosed space foundation/wall thickness cm 15 15
L, Depth to subsurface soil sources cm 100 180
n Areal fraction of cracks in foundation/wall cm*/cm? 0.01 0.01
Bacap Volumetric air content in capillary fringe soils cm’/em’ 0.038 0.038
Ocrack Volumetric air content in foundation/wall cracks  cm’/cm’ 0.26 0.26
0,6 Volumetric air content in vadose zone soils cm’/cm’ 0.26 0.12
Or Total soil porosity ' cm’/em’ 0.38 0.45
Ouwcap Volumetric water content in capillary fringe soils cm®/cm® 0.342 0412
O\werack Volumetric water content in foundation/wall crack cm®/cm’ 0.12 0.12
Ows Volumetric water content in vadose zone soils cm’/cm’ 0.12 0.33
P Soil bulk density gram/cm’ 1.7 1.46

APPDXC.XLSparameters
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